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TECHNICAL DATA SHEET

L

= PRODUCT FEATURES
22 SERIES SAE 6 BOLT PTO o WIDE VARIETY OF ASSEMBLY OPTIONS

L. Fit many different applications and locations
Designed for transmissions with SAE 6 bolt with air and cable controls

=l OpeNings, the 22 series PTO has a high ratio output ¢ AVAILABLE WITH MECHANICAL AND HYDRAULIC QUTPUTS
for extra speed on slow transmission applications. Wide variety of options for fitment on a variety of applications

== Continuing Powauto’s commitment to maximum i gT‘:Nb?A?D S':fmﬁ BOLT MT:NT o
= forque density this PTO's design has higher uitable for a Witle variety of transmissions

specifications than most similar competing PTOs. * TAPERED ROLLER BEARINGS ON OUTPUT SHAFT

Longer life and higher performance
il With a ratio of up to 1.25:1 dependent on

transmission, this PTO will provide extra speed
sl for normal engine speed.

ey SUITS:
Many slow gearboxes such as Eaton, Mazda,
by Mitsubishi & Nissan, this PTO provides the optimum DEALER:
" ratio for many 6 bolt openings.

L, 22 SERIES
. POWER TAKE-OFF

‘ DBPDI.I.IFII.ITD




TECHNICAL DATA SHEET

PTO DESIGNATION CODES ——

22 series PTO |
2 series PA 22 B L11 A 13 *

\\\\&\\\\\\\\\\\\\\\\\\\

I‘ - ; =
B o o CE—— l
T %/// ll Identifier ‘
7//// / 1 I PA = PTO Side mount |
i PTO series - =
e ———— 22
\' Gear Type = =3
AN B, MR
1 =| Build - —
““\“ L = Left side of transmission -
1 = Selector to top/ Bias to bottom =
2 = Selector to bottom/ Bias to top b
1 = Centre to front  Position of gear in =
2 = Centre to rear  fransmission
Engagement Type s =
LA =Air
C = Cable =
D = Electric/Air 12V
E = Electric/Air 24V =
Uutput Type - |
y =011/4"-11/8" x 5/16”" Key ) -0
02 @1 1/4" — 1 1/8" x 5/16" Key + 25 x 50 Flange -
\ 03 =01 1/4" -1 1/8" x 5/16” Key + 35 x 60 Flange =
04 = (01 1/4” =1 1/8" x 5/16” Key + 1410 Series Flange ‘
J | 08 = 8T Powauto Hydraulic Spline =g
Fx:J' | L‘i 13 = 13T SAE B Hydraulic Spline + Mount T

S Manufacturer’s Code < =
S‘B’ A = With pressure switch
Wk B = With mounting kit —

C = With mounting kit & PTO control kit

Technical specifications .
Rating for intermittent duty

Torque (Nm/ft Ib) 163/120 -

Power @ 500 rpm output shaft (KW/hp) 8.5/11.4 =
Power @ 1000 rpm output shaft (kKW/hp) 17.0/22.8 =
Output Shaft Rotation Same as transmission drive gear -
Mass (kg/Ib) 8.5/18.7

Mounting kits *

Refer to application manual for full output speed details

* Mounting kit varies with transmission — refer to application manual.

Spare parts:  Seal Kit: (seals & gaskets) minor overhaul SK005
Bearing Kit. " (pearings/seals and gaskets) major overhaul  BKOOS
Mounting Gasket Kit: GKOD?
Gears and body sold separately.
S [>3powAuTo
Head Office: 1A, 167 Prospect Highway Seven Hills New South Wales 2147 Phone: (02) 9838 6800 Fax: (02) 9838 6899 |

ABN 90 000 598 354
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TECHNICAL DATA SHEET

PTO DESIGNATION CODES

29 series PTO
PA 29 BB L11 A 13 *

i'

PTO series =
29

Identifier
PA = PTO Side mount

Gear Type -
BB, X

()

-

Build

= L = Left side of transmission
“&1 &%TSJ el R = Right side of fransmission =
‘ «JJ 1 = Selector to top/ Bias to bottom

L/\f/v 2 = Selector to bottom/ Bias to top

g1 1 = Centre to front  Position of gear in
2 = Centre to rear  transmission -

A

_Engagement Type -
A =Air i

E = Electric/Air 24V

Output Type <&
== 01=011/4"-11/8" x 5/16” Key

02 =01 1/4" -1 1/8" x 5/16” Key + 25 x 50 Flange T
03 =011/4"-11/8" x 5/16” Key + 35 x 60 Flange '
04 = 01 1/4" -1 1/8" x 5/16” Key + 1410 Series Flange o
e S 08 = 8T Powauto Hydraulic Spline [
@m . 7 s "}r 13=13T SAEB Hydraul@c Spline + 77122 -
14 = 13T SAE B Hydraulic Spline

% C = Cable
D = Electric/Air 12V
7

Manufacturer’s Code - F
A = With pressure switch
B = With mounting kit -

C = With mounting kit & PTO control kit

For full details refer to owners’ manual.
Technical specifications

Rating for intermittent duty

Torque (Nm/ft Ib) 340/250 -

Power @ 500 rpm output shaft (kW/hp) 17.8/23.8

Power @ 1000 rpm output shaft (kW/hp) 35.5/47 .6

Output Shaft Rotation Same as transmission drive gear
Mass (kg/Ib) 10/22.1

Mounting kits *

Refer to application manual for full output speed details

* Mounting kit varies with transmission — refer to application manual.

Spare parts:  Seal Kit: (seals & gaskets) minor overhaul SK042
Bearing Kit: (bearings/seals and gaskets) major overhaul ~ BK042
Mounting Gasket Kit: GK001

Gears and body sold separately. PO WAUTO
Head Office: 1A, 167 Prospect Highway Seven Hills New South Wales 2147 Phone: (02) 9838 6800 Fax: (02) 9838 6899 DB_
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T EGHNICAL

LOW RATIO HEAVY DUTY SIDE

~ MOUNTED HOTSHIFT POWER TAKE-OFF

The 34 series is a constant mesh PTO designed
to suit 6 bolt SAE openings on Allison transmissions.
Internal clutch gives simple operation.

This PTO has a very high torque rating which
is well suited to heavy duty applications.

SUITS:
Allison 500, 600, and 700 series transmissions

34 SERIES
POWER TAKE-OFF

LDATA SHEET

PRODUCT FEATURES

¢ UP TO 1.3:1 RATIO ( Depending on transmission)
Giving extremely high torque values. Available in
wide variety of outputs for optimum configuration.

e SAE 6 BOLT OPENING
Industry standard

. INTERNAL CEUTCH SYSTEM
Requires no operator effort to engage

* |DEAL FOR HIGH ENGAGEMENT
FREQUENCY APPLICATIONS.

DEALER:

D.BPDI.I.IHI.ITO



TECHNICAL DATA SHEET

PTO DESIGNATION CODES
34 series PTO

PA 34 BBLI1 F 13 B

‘v”_l///lllllllllllll ///i\
: “. \ Identifier <———l
’I-ﬁiﬂ PA = PTO Side mount
8 Q“‘“ll‘/‘l\')— gll] series <
e T
ﬁ”((’\(\tiii‘\\.“ 2 Gear Type <
/\i\\\\\\\\\\\§\\y N BB
Build -

L = Left side of frans
R = Right side of trans
1 = Selector to top / Bias to bottom
2 = Selector to bottom / Bias to top
1 = Centre to front - Position of gear in transmission

<

Engagement Type -
- F = Electric / hydraulic 12V
G = Electric / hydraulic 24V
H = Electric solenoid control 12v or 24v (voltage identified on coil)
= J = Hydraulic

E » Output Type -

01=11/14"-11/8"x5/16" Key

02=11/14"-11/8"x5/16" Key + 25 x 50 Flange

03=11/14"-11/8" x 5/16" Key + 35 x 60 Flange

04 =11/14"-11/8" x 5/16" Key + 1410 Series Flange

08 = 8T Powauto Hydraulic Spline

LZ/L I \5\) 13 = 13T SAE B Hydraulic Spline + SAE B pump mount
¥ 14 = 13T SAE B Hydraulic Spline

Manufacturers Code <
B = With mounting kit
G = With mounting kit & PTO control kit

For full details refer to owner’s manual

Technical Specifications

Rating for intermittent Service

B 1

Torque (Nm / Ib ft) 340/250 ks
Power @ 500 rpm (kW / hp) 17.8/23.9

Power @ 1000 rpm (kW / hp) 35.6/47.8

Output Shaft Rotation Same as engine
Approximate Bare Mass (kg / Ib) 20/44

Mounting Kit MK1016

For full details refer to Powauto or consult your applications book.

Spare parts: Seal Kit: Seals & gaskets (minor overhaul) SK023B
Bearing Kit: .. Bearings/seals and gaskets (major overhaul) SK023A
Mounting Gasket Kit: GK0O01

Gears and shafts sold separately

Head Office: 1A, 167 Prospect Highway Seven Hills New South Wales 2147 Phone: (02) 9838 6800 Fax: (02) 9838 6899 DB_




TECHNICAL DATA SHEET

= PRODUCT FEATURES

= LOW RATIC HEAVY DUTY SIDE

MOUNTED HOTSHIFT POWER TAKE-OFF * BABG:N WA | _—
- o . Giving extremely high torque values. Available in

The 35 series is a constant mesh PTO designed wide variety of outputs for optimum configuration.
L=l fosuit 6 bolt SAE transmission openings on « SAE 6 BOLT OPENING

certain Allison automatic transmissions. Industry standard

This PTO has a very high torque rating which * INTERNAL CLUTCH SYSTEM

is well suited to heavy duty applications. Requires no operator effort to engage
7 * |DEAL FOR HIGH FREQUENCY

== SUITS: ENGAGEMENT APPLICATIONS

== Allison 1000, 2000 and 2400 series transmissions

DEALER:

— 39 SERIES
-~ POWER TAKE-OFF

DBPDI.IJHUTD




"TECHNICAL DATA SHEET

PTO DESIGNATION CODES ( Options Available) \
35 series PTO u o

PA 35 BJ L11 F 13 *

/ ¥ Identifier 4—' - ;

T PA = PTO Side mount s

PTO series - T
35

|

Gear Type = T
B, BJ .

Build I
L = Left side of trans Wi
R = Right side of trans il
1 = Selector to top / Bias to bottom - =

2 = Selector to bottom / Bias to top ,

1 = Centre to front - Position of gear |

in transmission W

A

* Engagement Type - -
F = Electric / hydraulic 12V
G = Electric / hydraulic 24V A
H = Electric solenoid control 12v or 24v (voltage identified on coil) —
J = Hydraulic

Output Type -
08 = 8T Powauto Hydraulic Spline

09 = 14T 12/24 30° Spline + 35 x 60 Flange ~ I
10 = 14T 12/24 30° Spline + 1310 Series Flange

11 =14T 12/24 30° Spline + 1410 Series Flange T
13 = 13T SAE B Hydraulic Spline + SAE B pump mount
14 = 13T SAE B Hydraulic Spline 23
26 = 14T 12/24 30° Spline + SAE C pump mount =
Manufacturers Code <& T
B = With mounting kit
C = With mounting kit & PTO control kit e

For full details refer to owner’s manual us

Technical Specifications —

Rating for intermittent Service

Torque (Nm / Ib ft) 340/250 R

Power @ 500 rpm (KW / hp) 17.8/23.9

Power @ 1000 rpm (kW / hp) 35.6/47.8

Output Shaft Rotation Same as engine

Approximate Bare Mass (kg / Ib) 20/44

Mounting Kit MK1016

For full details refer to Powauto or consult your applications book.
Spare parts: Seal Kit: Seals & gaskets (minor overhaul) SK023B
Bearing Kit: -, Bearings/seals and gaskets (major overhaul) SK023A
Mounting Gasket Kit: GKOO1

Gears and shafts sold separately

Head Office: 1A, 167 Prospect Highway Seven Hills New South Wales 2147 Phone: (02) 9838 6800 Fax: (02) 9838 6899 DB




*TEOHNICAL DATA SHEET

LOW RATIO HEAVY DUTY
SIDE MOUNTED HOTSHIFT
POWER TAKE-OFF

The 36 series is a constant mesh PTO
designed to suit 10 bolt transmission
openings on the MD and HD series Allison
automatic transmissions.

This PTO has a high torque rating which is
well suited to heavy duty applications.
SUITS:

Allison MD 3050P, 3060F, 3070PT, 3550P,
3560P, HD 4060P, 4560P.

36 SERIES

' POWER TAKE-OFF

PRODUCT FEATURES

* RATIO OF 0.927 OR 1.323 (TRANSMISSION DEPENDANT)
Giving good output values for all applications

e INTERNAL CLUTCH SYSTEM
Ensuring no gear clash when engaging
Ability to engage when moving

 VITON SEALS AND ‘0’ RINGS

Ensuring compatibility with high temperature conditions
 ‘ONE GASKET, ONE HOSE’ FITMENT

Simple to install, resulting in lower installation costs.
e LOW PROFILE

Providing easier installation on narrow chassis.

DEALER:

DEPDI.IJFIUTD



PTO DESIGNATION CODES
A 36 series PTO
N\ f{: 10 Identifier ]
1 R ; PA = PTO Side mount
N'T PTO series
= ;*\\
S5 R 36
AN
N N Gear Type -
JB
Build -
R = Right side of transmission
7 L = Left side of transmission
- 1 = Selector to top/ Bias to bottom

2 = Selector to bottom/ Bias to top
1 = Centre to front) Position of gear
: . in transmission

PA 36 JB L11 F 13 C

Engagement Type =

F = Electric / Hydraulic 12V

E = Electric / Hydraulic 24V

H = Electric Solenoid control 12V or 24V (Voltage identified on coil)
J = Hydraulic

Output Type -

08 = 8T Powauto Hydraulic Spline
09 = 35 x 60 Flange

11 = 1410 Flange

13 = 13T SAEB

Other outputs on request.

Manufacturers Code -

i
—— C = With mounting kit & PTO control kit

For full details refer to owners’ manual.

Technical Specifications

+atttatnnnnnnnnnnnnnnninoARERR

Rating for intermittent duty

Torque (Nm /ft Ib) 441/326

Power @ 500 rpm output shaft (kW / hp) 23/31

Power @ 1000 rpm output shaft (kW / hp) 46/62

Output Shaft Rotation Same as engine

Approximate Bare Mass (kg / Ib) 19/42

Mounting Kit Included

Spare parts: Seal Kit: Seals & gaskets (minor overhaul) SK063
Bearing Kit: Bearings/seals and gaskets (major overhaul) BK063
Mounting Gasket Kit: GKO16

Gears and shafts sold separately

Head Office: 1A, 167 Prospect Highway Seven Hills New South Wales 2147 Phone: (02) 9838 6800 Fax: (02) 9838 6899 DB_

ABN 90 000 598 354




TECHNICAL DATA SHEET

' PRODUCT FEATURES
= 37 SERIES SAE 6 BOLT o WIDE VARIETY OF ASSEMBLY OPTIONS
- Fit many different application and locations
- HOTSHIFT PTO e AVAILABLE WITH MECHANICAL AND HYDRAULIC OUTPUTS

Wide variety of options for fitment
e STANDARD SAE 6 BOLT MOUNT
Suitable for a wide variety of transmissions
* DEEP GRDDVI‘E‘PALL BEARINGS ON OUTPUT SHAFT

g Designed for transmissions with SAE 6 bolt
openings, the 37 series PTO has an extra low

- ratio output for extra torque in critical
application.

L Longer life higher performance
Built with constant mesh gearing, this PTO e HOT SHIFT

— incorporates a clutch pack to engage and can engage ‘on the run’ no need for clutch operation with manual
disengage the output shaft. gearboxes reducing diver fatigue.

- With a ratio of up to 1.1:1 dependant on
transmission, this PTO will provide extra torque
. for normal engine speed.

SUITS: DEALER:
Aisin, Eaton, Fuller & TTC transmissions

=2 37 SERIES
' POWER TAKE-OFF

-‘_‘ DBannl.rra




TECHNICAL DATA*SHEET

PTO DESIGNATION CODES —
37 series PTO

\\1 PA 37
\’_ Identifier ‘—,

PA = PTO Side mount

B LI1A 13 * -

& PTO series
37

§ Gear Type
B, JA, X

A

A

 ——— N N Build
Py Wt MW R = Right side of transmission
// L = Left side of transmission
1 = Selector to top/ Bias to bottom
2 = Selector to bottom/ Bias to top

1 = Centre to front | Position of gear
oo in transmission

Engagement Type =
A = Air

F = Electric / Hydraulic 12V

G = Electric / Hydraulic 24V

J = Hydraulic

Output Type -

08 = 8T Powauto Hydraulic Spline

09 = 14T 12/24 30° Spline + 35 x 60 Flange

10 = 14T 12/24 30° Spline + 1310 Series Flange
11 = 14T 12/24 30° Spline + 1410 Series Flange
13 = 13T SAE B Hydraulic Spline + Mount —
14 = 13T SAE B Hydraulic Spline
26 = 14T 12/24 30° Spline + SAE C pump mount

Manufacturers Code -
A = With pressure switch

B = With mounting kit 1
C = With mounting kit & PTO control kit L

For full details refer to owners’ manual.

Technical Specifications

-
Torque (Nm /it Ib) 340/250

Power @ 500 rpm output shaft (kW / hp) 17.8/23.8

Power @ 1000 rpm output shaft (kW / hp) 35.5/47.6

Output Shaft Rotation Same as transmission drive gear
Approximate Bare Mass (kg / Ib) 20/44

Mounting Kit *

For full details refer to your Powauto distributor
* Mounting kit varies with transmission - refer to application manual.

Spare parts: Seal Kit: _ Seals & gaskets (minor overhaul) SK023B
Bearing Kit: ' Bearings/seals and gaskets (major overhaul) BK023A
Mounting Gasket Kit: GK0O1

Gears and shafts sold separately n

Head Office: 1A, 167 Prospect Highway Seven Hills New South Wales 2147 Phone: (02) 9838 6800 Fax: (02) 9838 6899 DB_ m

ABN 90 000 598 354



TEGCHNICAL DATA SHEET

76 SERIES SAE 6 BOLT PTO

Designed for transmissions with SAE 6 bolt
openings, the 76 series PTO has a popular
ratio output for most applications.

Continuing Powauto’s commitment to
maximum torque density this PTO’s design
has higher specifications than most similar
competing PTOs.

With a ratio of up to 1.43:1, dependant on
transmission, this PTO will provide appropriate
output speed for normal engine speed.
SUITS:

Eaton, Fuller, Mack, Nissan, Rockwell, Spicer.
This PTO provides the maximum power for the
allowable speed.

76 SERIES
POWER TAKE-OFF

PRODUCT FEATURES

e WIDE VARIETY OF ASSEMBLY OPTIONS
Fit many different applications and locations
with air and cable controls
e AVAILABLE WITH MECHANICAL AND HYDRAULIC OUTPUTS
Wide variety of options for fitment on a variety of applications
e STANDARD SAE 6 BOLT MOUNT
Suitable for a wide range of transmissions
o TAPERED ROLLER BEARINGS ON OUTPUT SHAFT
Longer life and higher performance

DEALER:

DBPDI.IJHUTD



TECHNICAL DATAT SHEET

PTO DESIGNATION CODES
76 series PTO

PA 76 B R12 A 08 «

Identifier <—,

PA = PTO Side mount

PTO series
76
Gear Type
B
Build -
R = Right side of transmission
L = Left side of transmission
1 = Selector to top/ Bias to bottom
2 = Selector to bottom/ Bias to top . £
1 = Centre to front Position of gear i
2 = Centre to rear J in transmission

A

. Engagement Type -
A = Air
D =Electric/Air 12V
E = Electric/Air 24V

Output Type -
01 =911/14"-11/8" x 5/16" Key J
Il B 02 = @1 1/14" - 1 1/8” x 5/16" Key + 25 x 50 Flange
03 = @1 1/14" - 1 1/8” x 5/16" Key + 35 x 60 Flange
04 = @1 1/14” -1 1/8” x 5/16” Key + 1410 Series Flange
ks 08 = 8T Powauto Hydraulic Spline
13 = 13T SAE B Hydraulic Spline + 77122
14 = 13T SAE B with Powauto 4-bolt mount
25 = 9T SAE A with SAE A 2-bolt mount

Manufacturers Code -
A = With pressure switch
SECTION A-A B = With mounting kit
C = With mounting kit & PTO control kit

For full details refer to owners' manual.

Technical Specifications

Rating for intermittent duty

Torque (Nm /ft Ib) 271/200

Power @ 500 rpm output shaft (kW / hp) 14.2/19

Power @ 1000 rpm output shaft (kW / hp) 28.4/38

Output Shaft Rotation Opposite to engine

Mass (kg / Ib) 11/24.2

Mounting Kit Various - refer to application eGuide

Refer to application eGuide for full ouput speed details.

Spare parts: Seal Kit: Seals & gaskets (minor overhaul) SK059
Bearing Kit: Bearings/seals and gaskets (major overhaul) BK059
Mounting Gasket Kit: GKOO1

Gears and shafts sold separately

Head Office: 1A, 167 Prospect Highway Seven Hills New South Wales 2147 Phane: (02) 9838 6800 Fax: (02) 9838 6899 DB_

ABN 90 000 598 354




TECHNICAL DATA SHEET

—
PRODUCT FEATURES
=i
™ REAR MOUNTED POWER TAKE-OFF * 1:1 RATIO WITH COUNTER SHAFT
- For high torque applications
The 138 PTO is a 4 bolt rear of countershaft PTO. * SIMPLE DESIGN
- . ; ; . ' For ease of fitting
Zpsumgsprowdes a high torque output for a wide variety « ACCEPTS A WIDE VARIETY OF PUMPS
— ) Maximum flexibility for fitment
: SUITS: o - * DIN STANDARD,OUTPUT
— ZF transmissions and Volvo transmissions. Fits many standard pumps, especially piston pumps for
high pressure applications.
- Note: Also available with Powauto output (08).
—
- DEALER:

138 SERIES
POWER TAKE-OFF

B DBPDI.I.IFILITD




TECHNICAL DATA SHEET

PTO DESIGNATION CODES
138 series PTO

\
!

PB 138 A 08 B

g _ |
é 4 Identifier
% PB = PTO Rear mount
Z g
1) PTO series
138
NN
Engagement Type =
T = A = Air 'L
Output Type - s
01=11/14"-11/8" x 5/16" key
77777 02 = 25 x 50 Flange $
03 = 35 x 60 Flange

04 = 1410 Series Flange A
06 = 8T 36 DIN 5462 Spline + 35 x 60 Flange —
07 = 8T 36 DIN 5462 Spline + DIN 00 Flange
08 = 8T Powauto Hydraulic Spline -
23 = 8T 36 DIN 5462 Spline - Female

Manufacturers Code -
A = With pressure switch =
B = Sleeve 57155
C = Sleeve 57152

For full details refer to owner's manual.

Technical Specifications Output Type

g fo : ent ¢ 1,2,3,4 6,7
Torque (Nm /ft Ib) 340/250° " 400/300°
Power @ 500 rpm output shaft (kW / hp) 17.8/23.9 : 21.3/28.6
Power @ 1000 rpm output shaft (kW / hp) 35.6/47.8 42.6/57.1
Output Shaft Rotation Opposite
Approximate Bare Mass (kg / Ib) 5.0/11
Mounting Kit Various*

Refer to application manual for speed/ouput details and mounting kit details.

*“Mounting kit varies with transmission - refer to application manual # Rating is nominal & may be greater. Refer to Powauto for information.

Spare parts: Seal Kit: Seals & gaskets (minor overhaul: Dependant on output type.
For 08 output use SK061
Bearing Kit: "« Bearings/seals and gaskets (major overhaul) BKO61

Mounting Gasket Kit:
Gears and shafts sold separately

Head Office: 1A, 167 Prospect Highway Seven Hills New South Wales 2147 Phone; (02) 9838 6800 Fax: (02) 9838 6899 DB_

ABN 80 000 598 354
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TECHNICAL DATA SHEET

-
L
77-
PRODUCT FEATURES
REAR MOUNTED POWER TAKE-OFF * BETWEEN 0.6 AND 1.2:1 OUTPUT
= Dependant on transmission, providing better
The 144 series PTO is designed to suit rear of counter speeds for hydraulic pumps.
. shaft apertures. » SUITABLE FOR REAR OF COUNTER SHAFT OPENINGS
: i When used with the appropriate mounting kit.
I
Suitable for many transmissions, most commonly on « VARIETY OF OUTPUTS

- European trucks, this PTO comes with a number of

configurations. To suit most a;gglications.
= Refer to your local PTO contact for configurations and
L specifications on outputs.
SUITS:
- Volvo, lveco and ZF transmissions.
- DEALER:

== 144 SERIES
' POWER TAKE-OFF

DBPDI.I.IHUTD




FECHNICAL DATA>SHEET

PTO DESIGNATION CODES
144 series PTO

PB 144 A 08 A
@ " Identifier <—|

PB = PTO Rear mount

PTO series
144

Engagement Type -—
A = Air
O (@) D =Electric/Air 12V
L;H E = Electric/Air 24V
A

Output Type -
06 = 8T 36 DIN 5462 Spline + 35 x 60 Flange
ity 07 = 8T 36 DIN 5462 Spline + DIN 00 Flange
08 = 8T Powauto Hydraulic Spline
7 23 = 8T 36 DIN 5462 Spline - Female

Manufacturers Code -
A = With pressure switch

SN

 S— B = Sleeve 57155

T tm_ﬂ C = Sleeve 57152

Al«”’?"rfi 2

& D D = Sleeve 57153 _
Qﬂ? E = Sleeve 57152 + Pressure switch + MK1069

G = Sleeve 57152 + Pressure switch

H = Sleeve 57152 + MK1161
For full details refer to owners’ manual.

Technical Specifications

Rating for intermittent duty

Torque (Nm /1t Ib) 325/240

Power @ 500 rpm output shaft (kW / hp) 17/22.8 i
Power @ 1000 rpm output shaft (KW / hp) 34/45.6

Output Shaft Rotation Opposite
Approximate Bare Mass (kg / Ib) 8.5/18.7

Mounting Kit *

Refer to application manual for speed/ouput details and mounting kit details.

*Mounting kit varies with transmission - refer to application manual

Spare parts: Seal Kit: Seals & gaskets (minor overhaul) SK033
Bearing Kit: Bearings/seals and gaskets (major overhaul) BK033
Mounting Gasket Kit: GKO10

Gears and shafts sold separately

Head Office: 1A, 167 Prospect Highway Seven Hills New South Wales 2147 Phone: (02) 9838 6800 Fax: (02) 9838 6899 DB_

ABN 90 00O 598 354




TEOHMNICAL DATA SHEET

B PRODUCT FEATURES

== MEDIUM RATIO LIGHT DUTY SIDE

- MOUNTED CABLESHIFT POWER TAKE-OFF ¢ 1:1 RATIO ( Depending on transmission gear used)
Giving variations of output speeds depending on
L The 185 and 186 series are sliding gear PTOs which gear is selected.
designed to suit 6 and 10 bolt non standard « INDUSTRY STANDARD

L openings on Toyota transfer cases For working winch applications with statutory authorities.

=== These PTOs have been designed to operate ok,

mechanical winches used on 4WD Toyota
— Landcruisers.

R SUITS:
70 Series and HZJ75 - 185 Series
FZJ and HZJBOR - 186 Series
—— DEALER:

=z 185/186 SERIES
- POWER TAKE-OFF

DBPDI.I.IHUTD




TECHNICAL DATA SHEET

PTO DESIGNATION CODES

oy 185/186 series PTO
] PA 185 A L21*C 05

R

Identifier
PA = PTO Side mount —

A A D N PTO series -

] 185, 186
Gear Type < —
A
. ] -
i Build =
L = Left side of trans T
2 = Selector to bottom |
1 = Centre to front - Position of gear - -

in transmission

Engagement Type < -
C = Cable (TK654 Required)
Output Type < ~
05 = 3/4" - 1 x 3/16” Square Key ,
25 = SAE 'A' Pump mount - )
* This build configuration gives output shaft pointing towards n
the front of the vehicle when fitted to the transfer case, h
for front mounted vehicle winch. -
: =
- a
:j
For full details refer to owner’s manual l
Technical Specifications x
Rating for intermittent Service x
Torque (Nm / Ib ft) 65/47 i :
Power @ 500 rpm (kW / hp) 3.4/4.5 L |
Power @ 1000 rpm (kW / hp) 6.8/9.0 L'
Output Shaft Rotation Opposite in forward gears, same in reverse L $
Approximate Bare Mass (kg / Ib) 7115.4
Mounting Kit MK1099 for 186 series only

For full details refer to Powauto or consult your applications book.

Spare parts: Seal Kit: Seals & gaskets (minor overhaul) SK054
Bearing Kit: Bearings/seals and gaskets (major overhaul) BK054

Mounting Gasket Kit: GKO14 - 185 Series
GKO15 - 186 Series

Gears and shafts sold separately
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TESHRIEAL [DATA SHEET

6-BOLT DEEP REACH
SIDE MOUNT POWER TAKE-OFF

The 367 PTO is a deep reach constant mesh
PTO designed for certain Mitsubishi and
Nissan transmissions.

This PTO will increase the speed of output

relative to the input speed providing higher
pump flows at normal engine revs.

SUITS:
Certain Nissan and Mitsubishi transmissions

367 SERIES
POWER TAKE-OFF

PRODUCT FEATURES

e 0.7381 AND 0.85:1 RATIOS

For higher output speeds and higher pump flows.
e VARIETY OF OUTPUTS

To suit many pump configurations.

~» OPERATION BY AIR OR CABLE

So it can be dperated on trucks with and without air.

DEALER:
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TECHNICAL DATA SHEET

PTO DESIGNATION CODES
367 series PTO

SENNNNSNENAY \\\\k\\\ Sy

\ N )
2 (/—
—‘ T l‘&\‘j

PA 367SQL12 C 08 *

N i
Sl Identifier |
| SIS PA = PTO Side mount —
;ﬂl['\vliﬁ“ﬁ‘ﬁ_‘”—@ PTO series - -
-.\\\\ % \}\\\\.i 397 i
‘\\\\// //\\\\\ Gear Type - o=
- I Build = |
L = Left side of trans -
— 1 = Selector to top
2 = Centre to rear - Position of gear in fransmission | -
Engagement Type =it |
A = Air —
C = Cable !
-
Output Type - |
01=11/14"-11/8"x 5/16” Key |-
02=11/14"-11/8" x 5/16" Key + 25 x 50 Flange
03 =11/14"-11/8" x 5/16" Key + 35 x 60 Flange -
04 =11/14"-11/8" x 5/16" Key + 1410 Series Flange
08 = 8T Powauto Hydraulic Spline -
13 = 13T SAE B Hydraulic Spline + Mount
14 = 13T SAE B Hydraulic Spline V.
Manufacturers Code - L
A = With pressure switch L
B, C etc. (internal use only, if required)
-
-
For full details refer to owner’s manual
=

Technical Specifications
Rating for intermittent Service

Torque (Nm / Ib ft) 142/106 -
Power @ 500 rpm (kW / hp) 7.510 o -
Power @ 1000 rpm (KW / hp) 15/20 .
Output Shaft Rotation Same B
Approximate Bare Mass (kg / Ib) 11/24.2

Mounting Kit *

For full details refer to Powauto or consult your applications book

I0del DDDD

* Mounting kit varies with transmission - refer to application manual

Spare parts: Seal Kit: Seals & gaskets (minor overhaul) SK052
Bearing Kit: Bearings/seals and gaskets (major overhaul) BK052
Mounting Gasket Kit: GKO11

Gears and shafts sold separately
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