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Over Centre VALVES

Materials Body = steel, zinc plated
Internal parts = hardened steel

Rated Flow up to 50 LPM

Adjustment Range 80-350 bar

Standard Setting 280 bar
Pressure Inc. Per 
Turn 120 bar

Max. Pressure 350 bar

Weight 0.290 kg

Installation Torque 90-100 Nm

Pilot Ratio 4.25:1

Cavity 33123, refer to cavity information on 
page 65

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio. Componenti interni in acciaio   trattato
termicamente. Superficie esterna protetta mediante zincatura.
Portata max.: fino a 50 l/min
Taratura max.: 350 bar
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made. Internal parts are in hardened steel.
External surface: zinc plated.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see pag.02

Valvola overcenter, versione a cartuccia, cavità SAE 12
Overcenter valve, cartridge version, SAE 12 cavity

FPO-50-C-*-*-* O 031/1

Rev.03-2010/08

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Over Centre Valve, Cartridge Version
FPO-50-C-35
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio. Componenti interni in acciaio   trattato
termicamente. Superficie esterna protetta mediante zincatura.
Portata max.: fino a 50 l/min
Taratura max.: 350 bar
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made. Internal parts are in hardened steel.
External surface: zinc plated.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see pag.02

Valvola overcenter, versione a cartuccia, cavità SAE 12
Overcenter valve, cartridge version, SAE 12 cavity

FPO-50-C-*-*-* O 031/1

Rev.03-2010/08
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Over Centre VALVES

Materials Body = steel, zinc plated
Internal parts = hardened steel

Rated Flow up to 50 LPM

Adjustment Range 60-210 bar

Standard Setting 170 bar
Pressure Inc. Per 
Turn 70 bar

Max. Pressure 350 bar

Weight 1.020 kg

Pilot Ratio 4.25:1

Port Sizes C1/C2 = G3/8
PIL = G14

Adjustment Type Leakproof screw 
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola, montaggio in linea
Single overcenter valve, line mounted

FPO-50-S-*-L-*-*-* O 120/1

Rev.03-2010/08

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted Single Over Centre Valve
FPO-50-S-3/8-L-20
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola, montaggio in linea
Single overcenter valve, line mounted

FPO-50-S-*-L-*-*-* O 120/1

Rev.03-2010/08
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Over Centre VALVES

Materials Body = steel, zinc plated
Internal parts = hardened steel

Rated Flow up to 50 LPM

Adjustment Range 80-350 bar

Standard Setting 280
Pressure Inc. Per 
Turn 120

Max. Pressure 350 bar

Weight 1.020 kg

Pilot Ratio 4.25:1

Port Sizes G 3/8

Adjustment Type Leakproof screw 
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola, montaggio in linea
Single overcenter valve, line mounted

FPO-50-S-*-L-*-*-* O 120/1

Rev.03-2010/08

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted Single Over Centre Valve
FPO-50-S-3/8-L-35
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola, montaggio in linea
Single overcenter valve, line mounted

FPO-50-S-*-L-*-*-* O 120/1

Rev.03-2010/08
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Over Centre VALVES

Materials Body = steel, zinc plated
Internal parts = hardened steel

Rated Flow up to 50 LPM

Adjustment Range 60-210 bar

Standard Setting 170 bar
Pressure Inc. Per 
Turn 70 bar

Max. Pressure 350 bar

Weight 1.450 kg

Pilot Ratio 4.25:1

Port Sizes V2/C2 = G1/2
PIL = G1/4

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola, montaggio in linea
Single overcenter valve, line mounted

FPO-50-S-*-L-*-*-* O 120/1

Rev.03-2010/08

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Single Over Centre Valve
FPO-50-S-1/2-L-20
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola, montaggio in linea
Single overcenter valve, line mounted

FPO-50-S-*-L-*-*-* O 120/1

Rev.03-2010/08
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Over Centre VALVES

Materials Body = steel, zinc plated
Internal parts = hardened steel

Rated Flow up to 50 LPM

Adjustment Range 80-350 bar

Standard Setting 120 bar

Pressure Inc. Per Turn 280 bar

Max. Pressure 350 bar

Weight 1.450 kg

Pilot Ratio 4.25:1 

Port Sizes C2/V2 = G1/2
PIL = G1/4

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-
19/17/14 (NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola, montaggio in linea
Single overcenter valve, line mounted

FPO-50-S-*-L-*-*-* O 120/1

Rev.03-2010/08

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola, montaggio in linea
Single overcenter valve, line mounted

FPO-50-S-*-L-*-*-* O 120/1

Rev.03-2010/08

Line Mounted, Partially Balanced Single Over Centre, External Pilot
FPO-50-S-1/2-L-35
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola, montaggio in linea
Single overcenter valve, line mounted

FPO-50-S-*-L-*-*-* O 120/1

Rev.03-2010/08
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Over Centre VALVES

Materials Body = steel, zinc plated
Internal parts = hardened steel

Rated Flow up to 50 LPM

Adjustment Range 80-350 bar

Max. Pressure 350 bar

Weight 1.820 kg

Pilot Ratio 4.25:1

Port Sizes C1/C2/V1/V2 = G1/2

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata: fino a 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag. 02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and  1: 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola parzialmente bilanciata, montaggio in linea, pilotaggio
interno
Partially balanced single overcenter valve, line mounted, internal pilot

FPOB-50-S-*-L-P-*-*-* P 160/1

Rev.03-2010/08

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Partially Balanced Single Over Centre Valve, Internal Pilot 
FPOB-50-S-1/2-LP-35
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in acciaio
trattato termicamente.
Portata: fino a 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag. 02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in hardened
steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and  1: 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter singola parzialmente bilanciata, montaggio in linea, pilotaggio
interno
Partially balanced single overcenter valve, line mounted, internal pilot

FPOB-50-S-*-L-P-*-*-* P 160/1

Rev.03-2010/08

Flow (LPM)

P
re

ss
ur

e 
Δ

p 
(b

ar
)



Page 27www.thehydraulicwarehouse.com.au

Content is subject to change without notice. Please refer to our website for the most current product information.

Over Centre VALVES

Materials Body = aluminium alloy
Internal parts = hardened steel

Rated Flow up to 70 LPM

Adjustment Range 120-350 bar

Standard Setting 350 bar
Pressure Inc. Per 
Turn 90 bar

Max. Pressure 210 bar

Pilot Ratio 3.2:1

Weight 0.700 kg

Port Sizes G1/2

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  3.2 : 1 (a richiesta 8.2 : 1)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,700 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 3.2 : 1 (standard), 8.2 : 1 on request
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,700 Kg

Valvola overcenter singola, montaggio in linea, pilotaggio interno, serie E
Single overcenter valve, line mounted, internal pilot, E series

FPOE-70-S-1/2-L-P-A-*-* O 170/1

Rev.01-2010/02

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Single Over Centre Valve, Internal Pilot - E Series
FPOE-70-S-1/2-LPA-35
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  3.2 : 1 (a richiesta 8.2 : 1)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,700 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 3.2 : 1 (standard), 8.2 : 1 on request
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,700 Kg

Valvola overcenter singola, montaggio in linea, pilotaggio interno, serie E
Single overcenter valve, line mounted, internal pilot, E series

FPOE-70-S-1/2-L-P-A-*-* O 170/1

Rev.01-2010/02
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  3.2 : 1 (a richiesta 8.2 : 1)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,700 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 3.2 : 1 (standard), 8.2 : 1 on request
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,700 Kg

Valvola overcenter singola, montaggio in linea, pilotaggio interno, serie E
Single overcenter valve, line mounted, internal pilot, E series

FPOE-70-S-1/2-L-P-A-*-* O 170/1

Rev.01-2010/02
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Solution in Motion

O 170/2

Valvola overcenter singola, montaggio in linea, pilotaggio interno, serie E
Single overcenter valve, line mounted, internal pilot, E series

FPOE-70-S-1/2-L-P-A-*-*

Rev.01-2010/02

ESEMPIO DI ORDINAZIONE - ORDERING CODE EXAMPLE 
 

      F P O E  7 0  S  1 / 2  L  P  A  2 0  B      
 

“20” / “35”:                              Rapporto di pilotaggio * Campi di taratura pressione - Adjustable pressure                          Pilot ratio 
                                Omettere se standard 
                       Omit if standard 
                          B = 1 : 8.2 

* 
                           

                         

                           
                  
                                  
                                  
                                  
                                  
                                  
                                  

MOLLE - SPRINGS * 
Codice 

 
Code 

Rapp. pil. 
Pilot ratio 

Campo taratura  
min.-max. bar 

Adjustable 
pressure 
 range bar 

Increm. press. 
bar/giro vite 

Pressure 
increase 
bar/turn 

Taratura 
standard bar 

Standard 
setting bar 

20 1 : 3.2 60 – 210 56 200 
20 1 : 8.2 60 – 210 56 200 
35 1 : 3.2 120 – 350 90 350 
35 1 : 8.2 120 – 350 90 350 
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Over Centre VALVES

Materials Body = aluminium alloy
Internal parts = hardened steel

Rated Flow up to 70 LPM

Adjustment Range 120-350 bar

Standard Setting 350 bar
Pressure Inc. Per 
Turn 90 bar

Max. Pressure 210 bar

Pilot Ratio 3.2:1

Weight 0.700 kg

Port Sizes C1/C2/V1/V2 = G1/2

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 3.2 (a richiesta 1 : 8.2)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,700 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 3.2 (standard), 1 : 8.2 on request
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,700 Kg

Valvola overcenter singola parzialmente bilanciata, montaggio in linea, pilotaggio
interno, serie E
Partially balanced single overcenter valve, line mounted, internal pilot, E series

FPOEB-70-S-1/2-L-P-A-*-* P 170/1

Rev.01-2010/02

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Partially Balanced Over Centre Valve - E Series
FPOEB-70-S-1/2-LPA-35
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 3.2 (a richiesta 1 : 8.2)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,700 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 3.2 (standard), 1 : 8.2 on request
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,700 Kg

Valvola overcenter singola parzialmente bilanciata, montaggio in linea, pilotaggio
interno, serie E
Partially balanced single overcenter valve, line mounted, internal pilot, E series

FPOEB-70-S-1/2-L-P-A-*-* P 170/1

Rev.01-2010/02
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 3.2 (a richiesta 1 : 8.2)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,700 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 3.2 (standard), 1 : 8.2 on request
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,700 Kg

Valvola overcenter singola parzialmente bilanciata, montaggio in linea, pilotaggio
interno, serie E
Partially balanced single overcenter valve, line mounted, internal pilot, E series

FPOEB-70-S-1/2-L-P-A-*-* P 170/1

Rev.01-2010/02
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Solution in Motion

P 170/2
Valvola overcenter singola parzialmente bilanciata, montaggio in linea, pilotaggio
interno, serie E
Partially balanced single overcenter valve, line mounted, internal pilot, E series

FPOEB-70-S-1/2-L-P-A-*-*

Rev.01-2010/02

ESEMPIO DI ORDINAZIONE - ORDERING CODE EXAMPLE 
 

     F P O E B  7 0  S  1 / 2  L  P  A  2 0  B      
 

“20” / “35”:                              Rapporto di pilotaggio * Campi di taratura pressione - Adjustable pressure                          Pilot ratio 
                                Omettere se standard 
                       Omit if standard 
                          B = 1 : 8,2 

* 
                           

                         

                           
                  
                                  
                                  
                                  
                                  
                                  
                                  

MOLLE - SPRINGS *
Codice 

 
Code 

Rapp. pil. 
Pilot ratio 

Campo taratura  
min.-max. bar 

Adjustable 
pressure 
 range bar 

Increm. press. 
bar/giro vite 

Pressure 
increase 
bar/turn 

Taratura 
standard bar 

Standard 
setting bar 

20 1 : 3.2 60 – 210 56 200 
20 1 : 8.2 60 – 210 56 200 
35 1 : 3.2 120 – 350 90 350 
35 1 : 8.2 120 – 350 90 350 

 

 ∅8.5(N°2)
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Over Centre VALVES

Materials Body = aluminium alloy
Internal parts = hardened steel

Rated Flow up to 40 LPM

Adjustment Range 60-210 bar

Standard Setting 200 bar
Pressure Inc. Per 
Turn 51 bar

Max. Pressure 210 bar

Weight 0.900 kg

Pilot Ratio FPOE-40-D-3/8-L-A-20 = 2.9:1
FPOE-40-D-3/8-L-A-20-B = 6.6:1

Port Sizes C1/C2/V1/V2 = G3/8

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 40 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 2.9 (a richiesta 1 : 6.6)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,900 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 40 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 2.9 (1 : 6.6 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,900 Kg

Valvola overcenter doppia, montaggio in linea, serie E
Dual overcenter valve, line mounted, E series

FPOE-40-D-3/8-L-A-*-* O 314/1

Rev.01-2010/02

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Inline Mounted, Dual Over Centre Valves - E Series
FPOE-40-D-3/8-LA-20 
FPOE-40-D-3/8-LA-20-B 
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 40 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 2.9 (a richiesta 1 : 6.6)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,900 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 40 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 2.9 (1 : 6.6 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,900 Kg

Valvola overcenter doppia, montaggio in linea, serie E
Dual overcenter valve, line mounted, E series

FPOE-40-D-3/8-L-A-*-* O 314/1

Rev.01-2010/02
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Over Centre VALVES

Materials Body = aluminium alloy
Internal parts = hardened steel

Rated Flow up to 40 LPM

Adjustment Range 60-210 bar

Standard Setting 200 bar
Pressure Inc. Per 
Turn 51 bar

Max. Pressure 210 bar

Weight 0.900 kg

Pilot Ratio FPOE-40-D-3/8-L-A-20 = 2.9:1
FPOE-40-D-3/8-L-A-20-B = 6.6:1

Port Sizes C1/C2/V1/V2 = G3/8

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 40 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 2.9 (a richiesta 1 : 6.6)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,900 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 40 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 2.9 (1 : 6.6 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,900 Kg

Valvola overcenter doppia, montaggio in linea, serie E
Dual overcenter valve, line mounted, E series

FPOE-40-D-3/8-L-A-*-* O 314/1

Rev.01-2010/02

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Inline Mounted, Dual Over Centre Valves - E Series
FPOE-40-D-3/8-LA-20 
FPOE-40-D-3/8-LA-20-B 
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 40 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 2.9 (a richiesta 1 : 6.6)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,900 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 40 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 2.9 (1 : 6.6 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,900 Kg

Valvola overcenter doppia, montaggio in linea, serie E
Dual overcenter valve, line mounted, E series

FPOE-40-D-3/8-L-A-*-* O 314/1

Rev.01-2010/02
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Over Centre VALVES

Materials Body = aluminium alloy
Internal parts = hardened steel

Rated Flow up to 40 LPM

Adjustment Range 120-350 bar

Standard Setting 350 bar
Pressure Inc. Per 
Turn 139 bar

Max. Pressure 210 bar

Weight 0.900 kg

Pilot Ratio 2.9:1

Port Sizes C1/C2/V2/V1 = G3/8

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 40 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 2.9 (a richiesta 1 : 6.6)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,900 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 40 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 2.9 (1 : 6.6 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,900 Kg

Valvola overcenter doppia, montaggio in linea, serie E
Dual overcenter valve, line mounted, E series

FPOE-40-D-3/8-L-A-*-* O 314/1

Rev.01-2010/02

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Dual Over Centre Valve - E Series
FPOE-40-D-3/8-LA-35
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 40 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 2.9 (a richiesta 1 : 6.6)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,900 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 40 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 2.9 (1 : 6.6 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,900 Kg

Valvola overcenter doppia, montaggio in linea, serie E
Dual overcenter valve, line mounted, E series

FPOE-40-D-3/8-L-A-*-* O 314/1

Rev.01-2010/02
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Over Centre VALVES

Materials Body = aluminium alloy
Internal parts = hardened steel

Rated Flow up to 70 LPM

Adjustment Range 60-210 bar

Standard Setting 200 bar
Pressure Inc. Per 
Turn 56 bar

Max. Pressure 210 bar

Weight 1.300 kg

Pilot Ratio 8.2:1

Port Sizes C1/C2/V1/V2 = G1/2

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 3.2 (a richiesta 1 : 8.2)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 1,300 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 3.2 (1 : 8.2 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 1,300 Kg

Valvola overcenter doppia, montaggio in linea, serie E
Dual overcenter valve, line mounted, E series

FPOE-70-D-1/2-L-A-*-* O 328/1

Rev.01-2010/02

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Dual Over Centre Valve - E Series
FPOE-70-D-1/2-LA-20-B
FPOE-70-D-1/2-LA-35-B
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 3.2 (a richiesta 1 : 8.2)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 1,300 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 3.2 (1 : 8.2 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 1,300 Kg

Valvola overcenter doppia, montaggio in linea, serie E
Dual overcenter valve, line mounted, E series

FPOE-70-D-1/2-L-A-*-* O 328/1

Rev.01-2010/02
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Over Centre VALVES

Materials Body = aluminium alloy
Internal parts = hardened steel

Rated Flow up to 70 LPM

Adjustment Range 120-350 bar

Standard Setting 350 bar
Pressure Inc. Per 
Turn 90 bar

Max. Pressure 210 bar

Weight 1.400 kg

Pilot Ratio FPOEB-70-D-1/2-LA-35 = 3.2:1
FPOEB-70-D-1/2-LA-35-B = 8.2:1

Port Sizes C1/C2/V1/V2  = G1/2

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 3.2 (a richiesta 1 : 8.2)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 1,400 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 3.2 (standard), 1 : 8.2 on request
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 1,400 Kg

Valvola overcenter doppia parzialmente bilanciata, montaggio in linea, serie E
Partially balanced dual overcenter valve, line mounted, E series

FPOEB-70-D-1/2-L-A-*-* P 328/1

Rev.01-2010/02

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Partially Balanced Dual Over Centre Valve - E Series 
FPOEB-70-D-1/2-LA-35 
FPOEB-70-D-1/2-LA-35-B

Flu id-Press S.p.A.  -  Web:  ht tp: / /www.f lu idpress. i t  -  E-mai l :  in fo@flu idpress. i t

Tipo /Type Sez./Section Pag./PageFLUID-PRESS SpA

Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 70 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  3.2 : 1 (a richiesta 8.2 : 1)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,700 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 70 l/min
Max. setting: 350 bar
Pilot ratio: 3.2 : 1 (standard), 8.2 : 1 on request
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,700 Kg

Valvola overcenter singola, montaggio in linea, pilotaggio interno, serie E
Single overcenter valve, line mounted, internal pilot, E series

FPOE-70-S-1/2-L-P-A-*-* O 170/1

Rev.01-2010/02
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Over Centre VALVES

Materials Body = steel, zinc plated
Internal parts = hardened steel

Rated Flow up to 50 LPM

Adjustment Range 60-210 bar

Standard Setting 170 bar
Pressure Inc. Per 
Turn 70 bar

Max. Pressure 350 bar

Weight 1.850 kg

Pilot Ratio 4.25:1

Port Sizes C1/C2/V1/V2 = G3/8

Adjustment Type Leakproof screw 
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-19/17/14 
(NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in
acciaio trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag. 02

TECHNICAL SPECIFICATIONS
Materials: body is steel made, zinc plated. Internal parts are in
hardened steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter doppia, montaggio a flangia
Dual overcenter valve, gasket mounted

FPO-50-D-*-2F-*-*-* O 470/1

Rev.03-2010/08

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Dual Over Centre Valve
FPO-50-D-3/8-L-20
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in
acciaio trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag. 02

TECHNICAL SPECIFICATIONS
Materials: body is steel made, zinc plated. Internal parts are in
hardened steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter doppia, montaggio a flangia
Dual overcenter valve, gasket mounted

FPO-50-D-*-2F-*-*-* O 470/1

Rev.03-2010/08
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Over Centre VALVES

Materials Body = steel, zinc plated
Internal parts = hardened steel

Rated Flow up to 50 LPM

Adjustment Range 60-210 bar

Standard Setting 170 bar

Pressure Inc. Per Turn 70 bar

Max. Pressure 350 bar

Weight 2.300 kg

Pilot Ratio 4.25:1

Port Sizes C1/C2/V1/V2 = G1/2

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-
19/17/14 (NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in
acciaio trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag. 02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in
hardened steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter doppia, montaggio in linea, con sblocco freno
Dual overcenter valve, line mounted, with brake release port

FPO-50-D-*-L-U-*-*-* O 322/1

Rev.03-2010/08

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Dual Over Centre Valve with Brake Release Port
FPO-50-D-1/2-L-U-20
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in acciaio zincato. I componenti interni sono in
acciaio trattato termicamente.
Portata max.: 50 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 4.25 (a richiesta 1 : 8, 1 : 11)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag. 02

TECHNICAL SPECIFICATIONS
Materials: body is steel made zinc plated. Internal parts are in
hardened steel.
Rated flow: up to 50 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 4.25 (1 : 8 and 1 : 11 on request)
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02

Valvola overcenter doppia, montaggio in linea, con sblocco freno
Dual overcenter valve, line mounted, with brake release port

FPO-50-D-*-L-U-*-*-* O 322/1

Rev.03-2010/08
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Over Centre VALVES

Materials Body = aluminium
Internal parts = steel

Max. Flow 40 LPM

Adjustment Range 100 - 350 bar

Standard Setting 350 bar

Pressure Inc. Per Turn 120 bar

Max. Setting 210 bar

Weight 1.45 kg

Pilot Ratio 4.5:1

Port Sizes C1/C2/V1/V2 = G3/8

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-
19/17/14 (NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications

Line Mounted, Dual Over Centre Valve with Manual Override
FP-11I-0008

Pressure Drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: corpo in alluminio. I componenti interni sono in acciaio
trattato termicamente.
Portata max.: 40 l/min
Taratura max.: 350 bar
Rapporto di pilotaggio:  1 : 2.9 (a richiesta 1 : 6.6)
Regolazione pressione: mediante vite
Campo di regolazione pressione: vedere pag.02
Peso: 0,900 Kg

TECHNICAL SPECIFICATIONS
Materials: body is in aluminium alloy. Internal parts are in hardened
steel.
Rated flow: up to 40 l/min
Max. setting: 350 bar
Pilot ratio: 1 : 2.9 (standard), 1 : 6.6 on request
Adjustement means: leakproof screw adjustement
Adjustable pressure range: see page 02
Weight: 0,900 Kg

Valvola overcenter doppia, montaggio a flangia, serie E
Dual overcenter valve, gasket mounted, E series

FPOE-40-D-3/8-2F-A-*-* O 462/1

Rev.02-2010/05
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