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FLUID-PRESS

SOLENOID VALVES

< 2 Way, Double Lock, Normally Closed Poppet Valve
FP-22-PD-G3/4-02
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Technical Specifications

5

35

Pressure Drop Curves

Materials

Cartridge = steel zinc plated
Internal parts = hardened steel

Flow Range

2-70 LPM

Max. Pressure

350 bar (Coil 20 W)
250 bar (Coil 18 W)

Installation Torque

45-55 Nm

21261, refer to cavity information on

Cavity page 65
Cartridge Weight 0.230 kg

. Version C-13, refer to coil information
Coils

on page 64

Oil Temperature

-20°C + 80°C

Temperature Range

Range

Recommended Nominal max. 10y, ISO 4406-19/17/14
Filtration (NASS8) or less

Ambient

-30°C + 60°C

Oil viscosity 24 mm?/sec. (3.5 °E)
Temperature 50 °C
Valve open (energised coil)
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Inlet voltage fluctuations must not exceed +10% of

nominal voltage.
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e’ 2 Way, Double Lock, Normally Closed Poppet Valve
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Technical Specifications Pressure Drop Curves
Materials lcfrt”d?e - rtSt‘iet:’ Z'O?C p'jtetd | Oil viscosity 24 mm2/sec. (3.5 °E)
nternal parts = hardened stee Temperature 50 °C
Flow Range 4-150 LPM Valve open (energised coil)
350 bar (Coil 20 W) 1 2
SR (ST 250 bar (Coil 18 W) 9 — ]
Installation Torque |60-70 Nm #
21
. 21331, refer to cavity information on =
Cavity © 18
page 65 S 1"/GAS
Cartridge Weight | 0.340 kg g
o 2 e
. Version C-13, refer to coil information 5 /
Coils 73 ~
on page 64 2 6 T
Oil Temperature 20°C + 80°C o . '//
Range —
Recommended Nominal max. 10y, ISO 4406-9/17/14 0 15 30 45 60 75 90 105 120 135 150
Filtration (NAS8) or less Flow (LPM)
Ambient 30°C + 60°C
Temperature Range

Inlet voltage fluctuations must not exceed +10% of

nominal voltage.
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2 Way, Double Lock, Normally Closed Poppet Valve
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Technical Specifications

Pressure Drop Curves

Materials

Cartridge = steel, zinc plated
Internal parts = hardened steel

Flow Range

1-50 LPM

Max. Pressure

350 bar (Coil 20 W)
250 bar (Coil 18 W)

Installation Torque

35-45 Nm

23081, refer to cavity information on

Cavity page 65
Cartridge Weight 0.140 kg

. Version C-13, refer to coil information
Coils

on page 64

Oil Temperature

-20°C + 80°C

Temperature Range

Range

Recommended Nominal max. 10y, ISO 4406-19/17/14
Filtration (NAS8) or less.

Ambient

-30°C +60°C

Inlet voltage fluctuations must not exceed +10% of

nominal voltage.

Oil viscosity 24 mm?/sec. (3.5 °E)
Temperature 50 °C
Valve open (energised coil)
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SOLENOID VALVES

2 Way, Normally Closed Poppet Valve
FP-22-CP-G3/4-06
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Technical Specifications

Pressure Drop Curves

Materials

Cartr parts = hardened steel

Flow Range

2-70 LPM

Max. Pressure

350 bar (Coil 20 W)
250 bar (Coil 18 W)

Installation Torque

45-55 Nm

Cavity

21261, refer to cavity information on
page 65

Cartridge Weight

0.230 kg

Coils

Version C-13, refer to coil information
on page 64

Oil Temperature

-20°C + 80°C

Temperature Range

Range

Recommended Nominal max. 10y, 1ISO 4406-19/17/14
Filtration (NASS8) or less

Ambient

-30°C + 60°C

Oil viscosity 24 mm?'sec. (3.5 °E)
Valve open (energised coil)
Temperature 50 °C
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Inlet voltage fluctuations must not exceed £10% of nominal

voltage.
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Technical Specifications Pressure Drop Curves
Materials ICetlrtrlng;e N rtSt(ietlw, Zldnc plgtetd | Oil viscosity 24 mm?%sec. (3.5 °E)
nternal parts = hardened stee Temperature 50 °C
Flow Range 4-150 LPM Valve open (energised coil)
350 bar (Coil 20 W)
RS AT 250 bar (Coil 18 W) ® 1 —2
Installation Torque |60-70 Nm 4
. 21331, refer to cavity information on =
Cavity 5 18
page 65 S 1"|GAS
15
Cartridge Weight | 0.340 kg g Y pd
[0)
. Version C-13, refer to coil information 5 0 //
Coils 7] -
on page 64 3 6 A
- a L
Oil Temperature -20°C + 80°C . L
Range ]
Recommended Nominal max. 10y, 1ISO 4406-19/17/14 0 15 30 45 60 75 90 105 120 135 150
Filtration (NASS8) or less Flow (LPM)
Ambient 30°C + 60°C
Temperature Range

Inlet voltage fluctuations must not exceed £10% of
nominal voltage.
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Technical Specifications

SOLENOID VALVES

2 Way, Normally Open Poppet Valve
FP-22-CP-S08-16
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3/4" -16 UNF- 2A

Pressure Drop Curves

Materials

Cartridge = steel, zinc plated
Internal parts = hardened steel

Flow Range

0.5-50 LPM

Max. Pressure

350 bar (Coil 20 W),
250 bar (Coil 18 W)

Installation Torque

35-45 Nm

23081, refer to cavity information on

SN page 65
Cartridge Weight 0.135 kg

. Version C-13, refer to coil information
Coils

on page 64

Oil Temperature

-20°C + 80°C

Temperature Range

Range

Recommended Nominal max. 10y, ISO 4406-19/17/14
Filtration (NASS8) or less

Ambient

-30°C +60°C

Inlet voltage fluctuations must not exceed +10% of

nominal voltage.

Oil viscosity 24 mm?/sec. (3.5 °E)

Temperature 50 °C
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FLUID-PRESS

SOLENOID VALVES

2 Way, Normally Open Poppet Valve
FP-22-CP-S08-16-P
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Technical Specifications

Pressure Drop Curves

Materials

Cartridge = steel, zinc plated
Internal parts = hardened steel

Flow Range

0.5-50 LPM

Max. Pressure

350 bar (Coil 20 W)
250 bar (Coil 18 W)

Installation Torque

35-45 Nm

23081, refer to cavity information on

Cavity page 65
Cartridge Weight 0.142 kg

. Version C-13, refer to coil information
Coils

on page 64

Oil Temperature

Temperature Range

-20°C + 80°C
Range
Recommended Nominal max. 10y, ISO 4406-19/17/14
Filtration (NASS8) or less
Ambient

-30°C +60°C

Oil viscosity 24 mm?/sec. (3.5 °E)
Temperature 50 °C
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Inlet voltage fluctuations must not exceed +10% of

nominal voltage.
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