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PUMPS & MOTORS

SINGLE GEAR PUMPS
MULTIPLE GEAR PUMPS
GEAR MOTORS
VANE PUMPS
HAND PUMPS                                                                    
GEAR PUMP ROTATION
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Standard: Shaft M6 Keyed with Lock Nut, Mount 2 Bolt 22mm Spigot, Rotation R/H, Ports BSPP

Seal Kits and Options

Part Number 

Part  
Number

00C0.25X032G

00C0.3X032G

00C0.5X032G

00C0.75X032G

00C1X032G

00C1.25X032G

00C1.5X032G

00C1.75X032G

00C2X032G

Part Number Description

GR00-SK Seal Kit - Includes all seals for group 00 pumps   

GR00-SS Shaft Seal - Shaft seal only, suitable for group 00 pumps

Rotation Rotation - Rotation change from standard

Modification Modification - Special design charges may vary

Specifications 

CC/Rev
Ports Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight              
KgSuction Pressure

0.25 1/4" 1/4" 3500 200 0.4

0.3 1/4" 1/4" 3500 200 0.4

0.5 1/4" 1/4" 3500 200 0.4

0.75 1/4" 1/4" 3500 200 0.4

1 1/4" 1/4" 3500 200 0.4

1.25 1/4" 1/4" 3000 200 0.4

1.5 1/4" 1/4" 2500 175 0.4

1.75 1/4" 1/4" 2500 160 0.4

2 1/4" 1/4" 2000 160 0.4

50

66

5 88

4

22M6

 Front View - 2 Bolt, M6 Keyed Side View - 2 Bolt, M6 Keyed, BSPP
032G Series 032G Series

European Standard  Group 00

GEAR PUMPS Made in Europe
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Standard: Shaft 1:8 Tapered, Mount 4 Bolt 25.4mm Spigot, Rotation R/H, Ports BSPP or Flanged

Seal Kits, Port Adaptors and Options

BSPP Threaded Ports

Part   
Number

10C1X053G

10C1.25X053G

10C1.6X053G

10C2X053G

10C2.5X053G

10C3.15X053G

10C3.65X053G

10C4.2X053G

10C5X053G

10C5.7X053G

10C6.1X053G

10C7.4X053G

10C8.5X053G

10C9.8X053G

Part Number Description

GR105-SK Seal Kit - Includes all seals for group 1 pumps 

GR105-SS Shaft Seal - Shaft seal only, suitable for group 1 pumps

G3/8 Port Adaptor - Alloy Elbow 2 Bolt - Mount PCD 30mm, Female 3/8" BSPP

G1/2 Port Adaptor - Alloy Elbow 2 Bolt - Mount PCD 30mm, Female 1/2" BSPP

A2A1 Internal Relief - Positioned in the rear plate, Range 70-180 Bar

SP1 Bearing Support - 1:8 Tapered input, 18mm Straight Keyed output 

Shafts or Flanges Spare Parts - A range of shafts and front flanges available

Rotation Rotation - Rotation change from standard

Modification Modification - Special design charges may vary

Flanged Ports

Part  
Number

10C1X026

10C1.25X026

10C1.6X026

10C2X026

10C2.5X026

10C3.15X026

10C3.65X026

10C4.2X026

10C5X026

10C5.7X026

10C6.1X026

10C7.4X026

10C8.5X026

10C9.8X026

Specifications 

CC/Rev
Ports Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight          
KgSuction Pressure

1 3/8" 3/8" 3500 250 1

1.25 3/8" 3/8" 3500 250 1

1.6 3/8" 3/8" 3500 250 1

2 3/8" 3/8" 3500 250 1

2.5 3/8" 3/8" 3500 250 1.1

3.15 1/2" 3/8" 3500 250 1.1

3.65 1/2" 3/8" 3500 250 1.2

4.2 1/2" 3/8" 3500 250 1.2

5 1/2" 3/8" 3000 250 1.2

5.7 1/2" 3/8" 3000 200 1.3

6.1 1/2" 3/8" 2500 200 1.3

7.4 1/2" 3/8" 2500 180 1.4

8.5 1/2" 3/8" 2000 150 1.5

9.8 1/2" 3/8" 2000 120 1.6

Side View - Euro 4 Bolt, 1:8 Tapered, Flanged Front View - Euro 4 Bolt, 1:8 Tapered Side View - Euro 4 Bolt, 1:8 Tapered, BSPP
053G Series 026 Series

52.4

2.4

72

29

20.3

1:8

9.4

4

9.3
5

25
.4

European Standard  Group 1

GEAR PUMPS Made in Europe
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Standard: Shaft 1:8 Tapered, Mount 4 Bolt 36.5mm Spigot, Rotation R/H, Ports BSPP or Flanged

Seal Kits, Port Adaptors and Options

BSPP Threaded Ports

Part  
Number

20C4.5X687G

20C6.3X687G

20C8.2X687G

20C11X016G

20C14X016G

20C16X016G

20C19X016G

20C22X016G

20C25X016HG

20C28X016HG

20C32X016HG

20C36X016HG

Part Number Description 

GR205-SK Seal Kit - Includes all seals for group 2 pumps  

GR205-SKV Seal Kit Viton - Includes all seals for group 2 pumps  

GR205-SS Shaft Seal - Shaft seal only, suitable for group 2 pumps

GR205-SSV Shaft Seal Viton- Shaft seal only, suitable for group 2 pumps

G1/2 Port Adaptor - Alloy Elbow 2 Bolt - Mount PCD 30mm, Female 1/2" BSPP

G3/4 Port Adaptor - Alloy Elbow 2 Bolt - Mount PCD 40mm, Female 3/4" BSPP

G1 Port Adaptor - Alloy Elbow 2 Bolt - Mount PCD 50.8mm, Female 1" BSPP

A2A1 or A2A3 Internal Relief - Position in the rear cover, A2A1 Range 70-180 Bar, A2A3 Range 100-250 Bar

SP2 Bearing Support - 1:8 Tapered input , 22mm Straight Keyed output 

Shafts or Flanges Spare Parts - A range of shafts and front flanges available

Rotation Rotation - Rotation change from standard

Code - "W" Rear Ports - BSPP Threaded

Modification Modification - Special design charges may vary

Flanged Ports

Part  
Number

20C4.5X006

20C6.3X006

20C8.2X006

20C11X006

20C14X006

20C16X006

20C19X006

20C22X006

20C25X006H

20C28X006H

20C32X006H

20C36X006H

Specifications 

CC/Rev
Ports Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight               
KgSuction Pressure

4.5 1/2" 1/2" 3500 250 3.3

6.3 1/2" 1/2" 3500 250 3.4

8.2 1/2" 1/2" 3500 250 3.4

11.3 3/4" 1/2" 3500 250 3.6

14 3/4" 1/2" 3500 250 3.7

16 3/4" 1/2" 2500 250 3.8

19 3/4" 1/2" 2500 200 3.9

22 3/4" 1/2" 2000 180 4.1

25 3/4" 1/2" 2500 160 4.5

28 1" 3/4" 2500 130 4.6

32 1" 3/4" 2000 120 4.9

36 1" 3/4" 2000 100 5

Side View - Euro 4 Bolt, 1:8 Tapered, Flanged Front View - Euro 4 Bolt, 1:8 Tapered Side View - Euro 4 Bolt, 1:8 Tapered, BSPP
016G Series 006 Series

4.8

3.2

71.4 39.5

27.4

12

1:8

96

17
.4

16
.65

36
.5

European Standard  Group 2

GEAR PUMPS Made in Europe
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Standard: Shaft 1:8 Tapered, Mount 4 Bolt 50.8mm Spigot, Rotation R/H, Ports BSPP or Flanged

Seal Kits, Port Adaptors and Options

BSPP Threaded Ports

Part  
Number

30C20X163HG

30C25X163HG

30C32X163HG

30C36X163HG

30C42X163HG

30C46X163HG

30C50X163HG

30C55X163HG

30C60X163HG

Part Number Description  

GR305-SK Seal Kit - Includes all seals for group 3 pumps  

GR305-SKH Seal Kit - Includes all seals for group 3 pumps - H series

GR305-SKHV Seal Kit with Viton Shaft Seal- Includes all seals for group 3 pumps - H series

GR305-SS Shaft Seal - Shaft seal only, suitable for group 3 pumps

GR305-SSH Shaft Seal - Shaft seal only, suitable for group 3 pumps - H series

GR305-SSHV Shaft Seal Viton - Shaft seal only, suitable for group 3 pumps - H Series

G3/4 Port Adaptor - Alloy Elbow 2 Bolt - Mount PCD 40mm, Female 3/4" BSPP

G1 Port Adaptor - Alloy Elbow 2 Bolt - Mount PCD 50.8mm, Female 1" BSPP 

Shafts or Flanges Spare Parts - A range of shafts and front flanges available

Rotation Rotation - Rotation change from standard

Modification Modification - Special design charges may vary

Flanged Ports

Part  
Number

30C20X146H

30C25X146H

30C32X146H

30C36X146H

30C42X146H

30C46X146H

30C50X146H

30C55X146H

30C60X146H

Specifications 

CC/Rev
Ports Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight               
KgSuction Pressure

20 3/4" 3/4" 3000 250 8

25 3/4" 3/4" 3000 250 8.2

32 1" 3/4" 3000 250 8.8

36 1" 3/4" 2800 250 9.1

42 1" 3/4" 2500 230 9.3

46 1" 3/4" 2300 230 9.6

50 1" 3/4" 2100 200 9.8

55 1" 3/4" 1750 200 9.9

60 1" 3/4" 1750 180 10

Side View - Euro 4 Bolt, 1:8 Tapered, Flanged Front View - Euro 4 Bolt, 1:8 Tapered Side View - Euro 4 Bolt, 1:8 Tapered, BSPP
163G Series 146 Series

98.4 47

4.8

4

1:8

12
8.1

50
.8

21.6

European Standard  Group 3

GEAR PUMPS Made in Europe
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Standard: Shaft 5/8" Keyed or Splined, Mount SAE A 2 Bolt 82.55mm Spigot, Rotation R/H, Ports BSPP

Seal Kits and Options

5/8"                        
Keyed Shaft

Part  
Number

20C4.5X030G

20C6.3X030G

20C8.2X030G

20C11X030G

20C14X030G

20C16X030G

20C19X030G

20C22X030G

20C25X030HG

20C28X030HG

20C32X030HG

20C36X030HG

Part Number Description

GR205-SK Seal Kit - Includes all seals for group 2 pumps 

GR205-SKV Seal Kit Viton - Includes all seals for group 2 pumps 

GR205-SS Shaft Seal - Shaft seal only, suitable for group 2 pumps

GR205-SSV Shaft Seal Viton- Shaft seal only, suitable for group 2 pumps

A2A1 or A2A3 Internal Relief - Positioned in the rear cover - A2A1 Range 70-180 Bar, A2A3 Range 100-250 Bar

Shafts or Flanges Spare Parts - A range of shafts and front flanges available

Rotation Rotation - Rotation change from standard

Modification Modification - Special design charges may vary

5/8" 9T                        
Splined Shaft

Part  
Number

20C4.5X085G

20C6.3X085G

20C8.2X085G

20C11X085G

20C14X085G

20C16X085G

20C19X085G

20C22X085G

20C25X085HG

20C28X085HG

20C32X085HG

20C36X085HG

Specifications 

CC/Rev
Ports - BSPP Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight             
KgSuction Pressure

4.5 1/2" 1/2" 3500 250 3.4

6.3 1/2" 1/2" 3500 250 3.5

8.2 1/2" 1/2" 3500 250 3.5

11.3 3/4" 1/2" 3500 250 3.7

14 3/4" 1/2" 3500 250 3.8

16 3/4" 1/2" 2500 250 3.9

19 3/4" 1/2" 2500 200 4

22 3/4" 1/2" 2000 180 4.2

25 3/4" 1/2" 2500 160 4.6

28 1" 3/4" 2500 130 4.7

32 1" 3/4" 2000 120 5

36 1" 3/4" 2000 100 5.1

Side View - SAE A 2 Bolt, 5/8” 9T Splined Front View - SAE A 2 Bolt Side View - SAE A 2 Bolt, 5/8” Keyed
030G Series 085G Series

23.8

6.4

32.5

24

32.5

6.4

106.4

15
.85

82
.55

15
.85

9T
 16

/32
 D

P-
SA

E

82
.55

3.97

American Standard  Group 2

GEAR PUMPS Made in Europe
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Log Splitter Pump "Hi-Lo Design"

Standard: Shaft  1:8 Tapered, Mount  2 Bolt 52.34mm Spigot, Rotation L/H, Ports METRIC

Standard: Shaft  1:8 Tapered, Mount  4 Bolt 36.5mm Spigot, Rotation R/H, Ports BSPP

Part Number

Part            
Number

22A11/8.2X349

Part Number 

Part              
Number

22C4.5/11X956GHL 

22C8.2/14X956GHL 

22C10/19X956GHL 

22C15/25X956GHL 

Specifications 

CC/Rev

Ports
Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight                     
Kg# Rear Pump Suction uses Flange 37.9 BC

Suction Pressure

11 / 8.2 M18 M18 4000 200 8

Specifications

CC/Rev
 Pressure
Max Cont 

Bar Speed   
Max Cont

RPM

Dimension
L

MM

Dimension 
A

MM

Ports
BSPP

1 2 1 2 Inlet Outlet

4.5 11 250 50 3500 165.54 105 3/4" 3/4"

8.2 14 250 50 3500 175.79 113.1 3/4" 3/4"

10 19 250 50 3500 186.91 120.2 1" 3/4"

15 25 250 50 2500 204.8 133.1 1" 3/4"

IN RETURN
FLOW

Ø10.3
3/8"-16UNC

-2B

2 x M8x1.25-6H

119
60 59

50.52 49.48

3

31
.4 14
.3

31
.1

26
.9

42.4
48.5

43.6
19

20

39
.7

15
.7

52
.34

12
42.5

131.6

4.510

M18x1.5-6H
ISO 6149

Massey Ferguson 300 Series Pump
GEAR PUMPS Made in Europe

INLET

INLET

INLET

OUTLET
OUTLET
    G1/2

2

2

1

1

96
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Standard: Combinations

Seal Kits

4 Bolt 80mm Spigot
1:5 Taper, Flange Ports, L/H

Part    
Number

20A4.5X086

20A6.3X086

20A8.2X086

20A11X086

20A14X086

20A16X086

20A19X086

20A22X086

20A25X086H

4 Bolt 80mm Spigot, L/H
16.5mm 9T Splined , Flange Ports

Part     
Number

20A4.5X021

20A6.3X021

20A8.2X021

20A11X021

20A14X021

20A16X021

20A19X021

20A22X021

20A25X021H

2 Bolt KHD 50mm Spigot
1:5 Taper, Flange Ports, L/H

Part   
Number

20A4.5X007

20A6.3X007

20A8.2X007

20A11X007

20A14X007

20A16X007

20A19X007

20A22X007

20A25X007H

2 Bolt KHD 50mm Spigot, L/H
16.5mm 9T Splined, Flanged Ports 

Part 
Nnumber

20A4.5X205

20A6.3X205

20A8.2X205

20A11X205

20A14X205

20A16X205

20A19X205

20A22X205

20A25X205H

2 Bolt IHC 50mm Spigot 
1:5 Taper, Flange Ports, L/H

Part  
Number

20A4.5X008

20A6.3X008

20A8.2X008

20A11X008

20A14X008

20A16X008

20A19X008

20A22X008

20A25X008H

 2 Bolt SAE A 82.55mm Spig, R/H
5/8" 9T Splined, Flanged Ports

Part   
Number

20C4.5X104

20C6.3X104

20C8.2X104

20C11X104

20C14X104

20C16X104

20C19X104

20C22X104

20C25X104H

Part Number Description

GR205-SK Seal Kit 

GR205-SKV Seal Kit Viton 

GR205-SS Shaft Seal 

GR205-SSV Shaft Seal Viton

Specifications 

CC/
Rev

Ports-Flanged Speed  
Max Cont  

RPM

Pressure  
Max Cont  

BarInlet Outlet

4.5 G206 G205 3500 250

6.3 G206 G205 3500 250

8.2 G206 G205 3500 250

11 G206 G205 3500 250

14 G206 G205 3500 250

16 G206 G205 2500 250

19 G206 G205 2500 200

22 G206 G205 2000 180

25 G206 G205 2500 160

Specifications 

CC/
Rev

Ports-Flanged Speed  
Max Cont  

RPM

Pressure  
Max Cont  

BarInlet Outlet

4.5 G206 G205 3500 250

6.3 G206 G205 3500 250

8.2 G206 G205 3500 250

11 G206 G205 3500 250

14 G206 G205 3500 250

16 G206 G205 2500 250

19 G206 G205 2500 200

22 G206 G205 2000 180

25 G206 G205 2500 160

Part Number Description  

G205 Port Adaptor - Alloy Elbow 4 Bolt - Mount PCD 35mm, Female 1/2" BSPP

G206 Port Adaptor - Alloy Elbow 4 Bolt - Mount PCD 40mm, Female 3/4" BSPP

Rotation Rotation - Rotation change from standard

Modification Modification - Special design charges may vary

     Port Adaptors and Options

18

 Front/Side View - German 4 Bolt, 16.5mm 9T Spline

 Front/Side View - German KHD or IHC 2 Bolt, 1:5 Taper Front/Side View - German 4 Bolt, 1:5 Taper
 086 Series  007 Series - KHD 008 Series - IHC

 021 Series
 Front/Side View - SAE A 2 Bolt, 5/8 9T Spline
 104 Series

72

10
0

3

10.8
24.8

dia
 80dia

 16
.39

7

3 3

60

dia
 16

.39
7

60

60 60

7.2

40.2

dia
 50

1:5

72

10
0

23.5

7.2

dia
 16

.5
dia

 80

23.8

dia
 82

.55

dia
 15

.85

9T 16/32 DP-SAESpline B17x14-9T
DIN5482

1:5

7.2
38

32
6.4

106.4

German Standard  Group 2

GEAR PUMPS Made in Europe
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Standard: Shaft 1:5 Tapered, Mount  4 Bolt 105mm Spigot, Rotation L/H, Ports Flanged "German Design" 

Special Design  GROUP 3, "SAE A" MOUNTING   

Standard: Shaft 7/8" 13T Splined, Mount SAE A 2 Bolt 82.55mm Spigot, Rotation R/H, Ports BSPP

Front View - German 4 Bolt, 1:5 Tapered Side View - German 4 Bolt, 1:5 Tapered, Flanged
337 Series337 Series

102

1:5

8

51

5

14
5

10
5

25

 Rear View - SAE A 2 Bolt, 7/8” 13T Splined, BSPP Side View - SAE A 2 Bolt, 7/8” 13T Splined
263W Series263W Series

106.4

44

33.3

3.96

39.9

82
.5522

.2

SAE B 7/8 13T 16/32 DP

Part Number 

Part  
Number

30A25X337H

30A32X337H

30A36X337H

30A42X337H

30A46X337H

30A50X337H

Specifications 

CC/Rev
Ports - Flanged Speed  

Max Cont - RPM
Pressure  

Max Cont - Bar
Weight                

KgSuction Pressure

25 G206 G206 3000 250 9.4

32 G207 G207 3000 250 10

36 G207 G207 2800 250 10.3

42 G207 G207 2500 230 10.5

46 G207 G207 2300 230 10.8

50 G207 G207 2100 200 11

Part Number 

Part  
Number

30C32X263W

30C36X263W

30C42X263W

30C46X263WH

30C50X263WH

30C55X263WH

Specifications 

CC/Rev
Ports - BSPP Speed  

Max Cont - RPM
Pressure  

Max Cont - Bar
Weight                            

KgSuction Pressure

32 1" 3/4" 2500 200 5.9

36 1" 3/4" 2500 190 6.1

42 1" 3/4" 2300 190 6.5

46 1" 3/4" 2300 175 6.7

50 1" 3/4" 2100 175 6.9

55 1" 3/4" 1750 175 7

German Standard  Group 3

GEAR PUMPS Made in Europe
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17mm 10T Splined  Group 2

Standard: Shaft 3/4" Splined & Keyed, Mount SAE A 2 Bolt 82.55mm Spigot, Rotation R/H, Ports UNF

Standard: Shaft 17mm 10T Splined, Mount SAE A 2 Bolt 82.55mm Spigot, Rotation R/H, Ports BSPP 

3/4" 11T                        
Splined

Part      
Number

20C14X550HDU

20C16X550HDU

20C19X550HDU

20C22X550HDU

20C25X550HDU

20C28X550HDU

20C32X550HDU

20C36X550HDU

Part Number 

Part   
Number

20C8.2X554G

20C11X554G

20C14X554G

20C16X554G

20C19X554G

20C22X554G

20C25X554HG

20C28X554HG

20C32X554HG

Specifications 

CC/Rev
Ports - UNF Speed  

Max Cont - RPM
Pressure  

Max Cont - Bar
Weight                

KgSuction Pressure

14 1.1/16" 7/8" 3500 250 4.2

16 1.1/16" 7/8" 3500 250 4.2

19 1.1/16" 7/8" 3500 230 4.3

22 1.1/16" 7/8" 3500 200 4.5

25 1.1/16" 7/8" 3500 200 4.9

28 1.5/16" 1.1/16" 2500 170 5

32 1.5/16" 1.1/16" 2500 150 5.3

36 1.5/16" 1.1/16" 2500 120 5.4

Specifications 

CC/Rev
Ports - BSPP Speed  

Max Cont - RPM
Pressure  

Max Cont - Bar
Weight                            

KgSuction Pressure

8.2 1/2" 1/2" 3500 250 3.5

11.3 3/4" 1/2" 3500 250 3.7

14 3/4" 1/2" 3500 250 3.8

16 3/4" 1/2" 2500 250 3.9

19 3/4" 1/2" 2500 200 4

22 3/4" 1/2" 2000 180 4.2

25 3/4" 1/2" 2500 160 4.6

28 1" 3/4" 2500 130 4.7

32 1" 3/4" 2000 120 5

Seal Kit Part Number - GR205-SK - List $48

 Top View - SAE A 2 Bolt, 3/4” 11T Splined
550HU Series

Side View - SAE A 2 Bolt, 3/4” 11T Splined, UNF
550HU Series

Side View - SAE A 2 Bolt, 3/4” Straight Keyed, UNF
853HU Series

40
31

6.4

38

11T 16/32 DP-SAE J498

19

82
.55

6.4

32

3/4” Straight Keyed

19

82
.55

 Top View - SAE A 2 Bolt, 17mm 10T Splined
554G Series

106

Side View - SAE A 2 Bolt, 17mm  10T Splined, BSPP 
554G Series

Op�on - SAE Ports avail in limited sizes
464 Series     Add $68 List

10T 16/32 DP-SAE 

82
.5517

22

6.4

34.5

31

3/4" 11T Splined  &  3/4" Straight Keyed  
GEAR PUMPS Made in Europe

3/4" Straight Keyed

Part      Number

20C14X853HDU

20C16X853HDU

20C19X853HDU

20C22X853HDU

20C25X853HDU

20C28X853HDU

20C32X853HDU

20C36X853HDU
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Pumps with Priority  Group 2  "NISSAN"

Standard: Shaft Extened 1:5 Tapered, Mount SAE A 2 Bolt 82.55mm Spigot, Rotation L/H, Rear Ports BSPP/UNF

Standard: Shaft 17mm 10T Splined, Mount SAE 2 Bolt A 82.55mm Spigot, Rotation R/H, Rear Ports BSPP/UNF

Part Number 

Part  
Number

20CA16X410N

Part Number 

Part  
Number

20C25X512N

Specifications 

CC/Rev
Ports Speed  

Max Cont  
RPM

Priority
Flow
LPM

Set
Pressure

Bar

Weight              
KgS1 - Suction

BSPP
P1 - Priority

UNF
P2 - Rest

UNF

16 3/4" 3/4" 7/8" 2500 12 100 5.5

Specifications 

CC/Rev
Ports Speed  

Max Cont  
RPM

Priority
Flow
LPM

Set
Pressure

Bar

Weight          
KgS1 - Suction

BSPP
P1 - Priority

UNF
P2 - Rest

UNF

25 3/4" 3/4" 7/8" 2500 12 125 5.9

Rear View - Priority SAE A 2 Bolt
410 Series

Schematic

P1
2 1

P2

S1

53

36.5

4.8

Ø
88

1.
9

1:5

Ø
17

.4

Ø
16

.3
97

P1

P2

S1

 Side View - SAE A 2 Bolt, 1:5 Taper
410 Series

 Side View - SAE A 2 Bolt, 17mm 10T Rear View - Priority SAE A 2 Bolt
512 Series512 Series

Ø
82

.55
-0

.0
5

P1

P2

Schematic

S1

Rear View - Priority SAE A 2 Bolt
410 Series

Schematic

22

29

Ø
17

mm

P1
2 1

P2

S1

53
36.5

4.8

Ø
88

1.
9-

0.
1

1:5

Ø
17

.4
-0

.0
25

Ø
16

.3
97

-0
.0

1
-0

.0
5

+0.2

P1

P2

S1

 Side View - SAE A 2 Bolt, 1:5 Taper
410 Series

P1
2 1

P2

S1

Pumps with Priority  Group 2  "JOHN DEER"

GEAR PUMPS Made in Europe
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Log Splitter Pump "Hi-Lo Design"

Standard: Shaft  1:8 Tapered, Mount  2 Bolt 52.34mm Spigot, Rotation L/H, Ports METRIC

Standard: Shaft  1:8 Tapered, Mount  4 Bolt 36.5mm Spigot, Rotation R/H, Ports BSPP

Part Number

Part            
Number

22A11/8.2X349

Part Number

Part              
Number

22C4.5/11X956GHL 

22C8.2/14X956GHL 

22C10/19X956GHL 

22C15/25X956GHL 

Specifications 

CC/Rev

Ports
Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight                     
Kg# Rear Pump Suction uses Flange 37.9 BC

Suction Pressure

11 / 8.2 M18 M18 4000 200 8

Specifications

CC/Rev
 Pressure
Max Cont 

Bar Speed   
Max Cont

RPM

Dimension
L

MM

Dimension 
A

MM

Ports
BSPP

1 2 1 2 Inlet Outlet

4.5 11 250 50 3500 165.54 105 3/4" 3/4"

8.2 14 250 50 3500 175.79 113.1 3/4" 3/4"

10 19 250 50 3500 186.91 120.2 1" 3/4"

15 25 250 50 2500 204.8 133.1 1" 3/4"

IN RETURN
FLOW

Ø10.3
3/8"-16UNC

-2B

2 x M8x1.25-6H

119
60 59

50.52 49.48

3

31
.4 14
.3

31
.1

26
.9

42.4
48.5

43.6
19

20

39
.7

15
.7

52
.34

12
42.5

131.6

4.510

M18x1.5-6H
ISO 6149

Massey Ferguson 300 Series Pump
GEAR PUMPS Made in Europe

INLET

INLET

INLET

OUTLET
OUTLET
    G1/2

2

2

1

1

96
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Base Pricing Table - Shaft 1:8 Tapered, Mount Euro 4 Bolt, Ports BSPP 

Seal Kit  and Options	

Displacement

GP1

1
1.25
1.6
2

2.5
3.15
3.65
4.2
5

5.7
6.1

Front Pump Middle Pump

Part Number Description

GR105-SK Seal Kit -  Includes all seals for a single group 1 section of a multiple pump, one kit per section required 

Rotation Rotation - Rotation change from standard, per pump

Modification Modification - Special design charges may vary

Design Codes for - Group 1 + Group 1 + Group 1

Shafts Mounting Ports

1:8 Tapered 4 Bolt Euro BSPP Threaded ports
1:8 Tapered 4 Bolt Euro Flanged ports - Square pattern

Front 

Code

181G
174

Middle 

Code

303G
303

Rear 

Code

182G
175

OPTION 1 – GROUP

Code Description

11 GROUP 1+1

111 GROUP 1+1+1

Note. only used on front pump code

OPTION 2 – ROTATION

Code Description

C CLOCKWISE

A ANTI-CLOCKWISE

Note. only used in front pump code

OPTION 3 – DISPLACEMENT

Code

1 2.5 5

1.25 3.15 5.7

1.6 3.65 6.1

2 4.2

ROTATION 
OPTION 2 

GROUP  
OPTION 1 

DESIGN CODE                                 
OPTION 4 

DISPLACEMENT CC 
OPTION 3 

X

 Front View - Euro 4 Bolt, 1:8 Taper Side View - Euro 4 Bolt, 1:8 Taper, BSPP
181G / 182G Series

Flanged Port Option
174 / 175 Series

182G 181G

1:8

20.3

4

29

2.4

52.4

72

9.3
5

25
.4

Multiple Gear Pumps  Group 1

GEAR PUMPS Made in Europe

OPTION 4 -   DESIGN CODE

OPTION 4 – DESIGN CODE

Go to table below: OPTION 4 - DESIGN CODE 
to complete code

                   Triple Pump Example

   111C5.7X181G/2.5X303G/1.25X182G

   1:8 Taper, 4 Bolt Euro, BSPP Threaded
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Base Pricing Table - Shaft 1:8 Tapered, Mount Euro 4 Bolt, Ports BSPP 

Displacement
GP2 GP1

4.5 1
6.3 1.25
8.2 1.6
11 2
14 2.5
16 3.15
19 3.65
22 4.2
25 5

5.7
6.1

Front Pump Middle Pump Rear Pump

Seal Kits and Options

Part Number Description
GR205F-SK Seal Kit - Includes all seals for a group 2 front pump
GR205M-SK Seal Kit - Includes all seals for a group 2 middle pump that is being used in a group 2+2+2 arrangement
GR205R-SK Seal Kit - Includes all seals for a group 2 rear pump that is being used in a group 2+2  or  2+2+2 arrangement
GR205FHU-SK Seal Kit - Series '656DU' only, Includes all seals for the front pump section, the rear pump will require kit GR205R-SK listed above
GR105-SK Seal Kit - Includes all seals for a group 1 rear section that is being used in a group 2+1 arrangement
Rotation Rotation - Rotation change from standard, per pump
Modification Modification - Special design charges may vary

OPTION 4 - DESIGN CODE 

Front

Code

141G
168

Middle
Code

178G
178

Rear
Code

142G
179

Design Codes for - Group 2 + Group 1
Shafts Mounting Flanges Ports

1:8 Tapered 4 Bolt Euro BSPP Threaded ports
1:8 Tapered 4 Bolt Euro Flanged ports - Diamond pattern

Front

Code

111G  
067

 -  
638G2F  

638G112F
158
095

 -
124
096

457G
167G
468

574G
259

656DU

Middle

Code

156G
156

 -
 -
 -

156B
156B
 -
156B
156B
156G
156G
156B
156G

 156B
 

Rear

Code

110G
066
723GF
639G2
639G2
161
097
280S
077
097
110G
110G
077
110G
097
110U

 Design Codes for - Group 2 + Group 2 + Group 2
Shafts Mounting Flanges Ports

1:8 Tapered 4 Bolt Euro BSPP Threaded ports
1:8 Tapered 4 Bolt Euro Flanged ports - Diamond pattern
1:8 Tapered 4 Bolt Euro Single suction in second pump, 3/4" BSPP Threaded
1:8 Tapered 4 Bolt Euro Single suction in first pump, 3/4" BSPP Threaded
1:8 Tapered 4 Bolt Euro Single suction in first pump, 1" BSPP Threaded
1:5 Tapered 4 Bolt German Flanged German ports - Square pattern
1:5 Tapered 2 Bolt German KHD Flanged German ports - Square pattern
1:5 Tapered 4 Bolt German Single suction in first pump, German flanged ports
16.5mm 9T Splined 4 Bolt German Flanged German ports - Square pattern
16.5mm 9T Splined 2 Bolt German KHD Flanged German ports - Square pattern
5/8" Keyed 2 Bolt SAE A BSPP Threaded ports
5/8" 9T Splined 2 Bolt SAE A BSPP Threaded ports
5/8" 9T Splined 2 Bolt SAE A Flanged German ports - Square pattern
17mm 10T Splined 2 Bolt SAE A BSPP Threaded ports
17mm 15T Splined 4 Bolt German Flanged German ports - Square pattern
3/4" 11T Splined 2 Bolt SAE A UNO Threaded ports

OPTION 1 – GROUP

Code Description

21 GROUP 2+1
22 GROUP 2+2
211 GROUP 2+1+1
221 GROUP 2+2+1
222 GROUP 2+2+2
Note. only used on front pump code

OPTION 2 – ROTATION

Code Description

C CLOCKWISE
A ANTI-CLOCKWISE

Note. only used in front pump code

OPTION 3 – DISPLACEMENT

Group 2                     Group 1

4.5 1
6.3 1.25
8.2 1.6
11.3 2
14 2.5
16 3.15
19 3.65
22 4.2
25 5
- 5.7
- 6.1

OPTION 4 – DESIGN CODE
Go to table below: OPTION 4 - DESIGN CODE 

to complete code

Triple & Double Pump Examples 

Part. 222C16X167G / 11X156G / 8.2X110G
222, 5/8" 9T Spline, SAE A 2 Bolt, R/H, BSPP 
List. $528 + $90, $484, $366 = $1498 

Part. 21C8.2X141G / 2.5X142G
21, 1:8 Taper, 4 Bolt Euro, R/H, BSPP 
List. $463 + $280 = $743 

ROTATION 
OPTION 2 

GROUP  
OPTION 1 

DESIGN CODE
OPTION 4 

DISPLACEMENT CC 
OPTION 3 

X

Multiple Gear Pumps  Group 2 

GEAR PUMPS Made in Europe
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 Front View - Euro 4 Bolt, Tapered Side View - Euro 4 Bolt, 1:8 Tapered, BSPP
111G / 110G Series

10
0

3

Flange Port Option

 Front View - German 4 Bolt, Tapered Side View - German 4 Bolt, 1:5 Tapered, Flanged
158 / 161 Series

 Front View - SAE A 2 Bolt, Splined Side View - SAE A 2 Bolt, 5/8” 9T Splined, BSPP
167G / 110G Series

72

 Front View - SAE A 2 Bolt, Splined Side View - SAE A 2 Bolt, 17mm 10T Splined, BSPP
574G / 110G Series

 Front View - German 4 Bolt, Splined Side View - German 4 Bolt, 17mm 15T Splined, Flanged
259 / 097 Series

067 / 066 Series

     110G 111G

       161  158

       097  259

       110G  167G

       110G  574G

 Option - 3/4” 11T Splined
656U Series

10
0

72

Option - KHD 2 Bolt

096 Series
16.5mm 9T Splined

Option - 5/8” Keyed
457G Series

12

1:8

39.5

18

7.2
2638

JIS D2001
15Teeth

40.2

24

6.4

32.532

23.8

106.4

7.2

7.2

1:5

10.8
24.8

Spline B17x14 9T
DIN5482

4.8

27.4

71.4

3.2

96

36
.5

25
.4

50
.7

80
82

.55
82

.55

11
T 

16
/32

 D
P

SA
E 

J4
98

10
T 

16
/32

 D
P

SA
E 

J4
98

17
.04 19 82
.55

9T
 16

/32
 D

P-
SA

E

82
.55

15
.85

17
.62

15
.85

16
.8

80

16
.39

16
.5

17
.4

6.4

23.8

106.4

31
40

38

6.4

34.5

6.4

Multiple Gear Pumps  Group 2

GEAR PUMPS Made in Europe
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Base Pricing Table - Shaft 1:8 Tapered, Mount Euro 4 Bolt, Ports BSPP

Seal Kits and Options

Displacement
GP3 GP2

20 4.5
25 6.3
32 8.2
36 11
42 14
46 16
50 19
55 22
60 25

Front Pump Rear Pump

Part Number Description
GR305F-SKH Seal Kit - Includes all seals for a group 3 front pump
GR305MR-SKH Seal Kit - Includes all seals for a group 3 middle or rear pump 
GR205R-SK Seal Kit - Includes all seals for a group 2 rear pump that is being used in a group 3+2 arrangement
Rotation Rotation - Rotation change from standard, per pump

OPTION 4 - DESIGN CODE

Design Codes for - Group 3 + Group 2
Shafts Mounting Flanges Ports

1:8 Tapered 4 Bolt Euro BSPP Threaded ports

7/8" 13T Splined 2 Bolt SAE B BSPP Threaded ports

 Design Codes for - Group 3 + Group 3 + Group 3
Shafts Mounting Flanges Ports

1:8 Tapered 4 Bolt Euro BSPP Threaded ports
7/8" Keyed 2 Bolt SAE B BSPP Threaded ports
7/8" 13T Splined 2 Bolt SAE B BSPP Threaded ports

Front

Code

198G

245HG

Middle

Code

Rear

Code

201G

201G

Front

Code

241HG
345HG
309HG

Middle 

Code

324HG
324HG
324HG

Rear

Code

242HG
242HG
242HG

OPTION 1 – COMBINATIONS
Code Description

32 GROUP 3+2
33 GROUP 3+3

322 GROUP 3+2+2
333 GROUP 3+3+3
Note. only used in front pump code

OPTION 2 – ROTATION
Code Description

C CLOCKWISE
A ANTI-CLOCKWISE

Note. only used in front pump code

OPTION 3 – DISPLACEMENT
Group 3                     Group 2

20 4.5
25 6.3
32 8.2
36 11
42 14
46 16
50 19
55 22
60 25

ROTATION 
OPTION 2 

GROUP  
OPTION 1 

DESIGN CODE 
OPTION 4 

DISPLACEMENT CC 
OPTION 3 

X

 Front View - Euro 4 Bolt, 1:8 Tapered Side View - Euro 4 Bolt, 1:8 Tapered, BSPP
241HG / 242HG Series

Option - SAE B 2 Bolt
7/8” 13T Splined

242HG 241HG

309HG Series

1:8

12
8.1

11.3

4.8

33.3

41

9.5

47

98.4

4

21
.6

50
.8

10
1.6

21
.8

SA
E-

B 
7/8

 13
T 

16
/32

 D
P

Multiple Gear Pumps  Group 3

GEAR PUMPS Made in Europe

OPTION 4 – DESIGN CODE
Go to table below: OPTION 4 - DESIGN CODE 

to complete code

                   Triple Pump Example

 333C55X241HG/42X324HG/25X242HG

  1:8 Taper, 4 Bolt Euro, BSPP Threaded
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Standard: Motor Bi-Rotational Shaft 1:8 Tapered, Mount 4 Bolt 25.4mm Spigot, Ports BSPP

Seal Kits and Options

Part Number

Part       
Number

10MR1.6X563G

10MR2X563G

10MR2.5X563G

10MR3.15X563G

10MR3.65X563G

10MR4.2X563G

10MR5X563G

10MR5.7X563G

10MR6.1X563G

10MR7.4X563G

10MR8.5X563G

10MR9.8X563G

Part Number Description

GM1-SKV Seal Kit Viton Shaft Seal - Includes all seals for group 1 motors

GM1-SKT Seal Kit High Pressure - Includes all seals for group 1 motors, 30 Bar shaft seal rating

GM1-SSV Shaft Seal Viton - Shaft seal only, suitable for group 1 motors

GM1-SST Shaft Seal High Pressure - Shaft seal only, suitable for group 1 motors, 30 Bar shaft seal rating

Modification Modification - Special design charges may vary

Specifications 

CC/Rev
Ports - BSPP Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight               
KgInlet Outlet Case

1.6 3/8" 3/8" 1/4" 3500 210 1

2 3/8" 3/8" 1/4" 3500 210 1

2.5 3/8" 3/8" 1/4" 3500 210 1.1

3.15 1/2" 1/2" 1/4" 3500 210 1.1

3.65 1/2" 1/2" 1/4" 3500 210 1.2

4.2 1/2" 1/2" 1/4" 3500 210 1.2

5 1/2" 1/2" 1/4" 3500 210 1.2

5.7 1/2" 1/2" 1/4" 3000 200 1.3

6.1 1/2" 1/2" 1/4" 3000 200 1.3

7.4 1/2" 1/2" 1/4" 2500 180 1.4

8.5 1/2" 1/2" 1/4" 2500 150 1.5

9.8 1/2" 1/2" 1/4" 2000 120 1.5

Side View - Euro 4 Bolt, 1:8 Tapered, BSPP            Rear View - With Case Drain Front View - Euro 4 Bolt, 1:8 Tapered
563G Series

Drain Connection ( Pdrain 0.5 bar )
   Always connect directly to tank

G1/4

563G Series

72

9.3
5

1:8

4
9.4

20.3

29

2.4

52.4

25
.4

European Standard  Group 1

GEAR MOTORS Made in Europe
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Seal Kits

Seal Kits and Options

Options Description

GM2-SKV Seal Kit with Viton Shaft Seal - Includes all seals for group 2 motors

GM2-SKT Seal Kit High Pressure - Includes all seals for group 2 motors, 30 Bar shaft seal rating

GM2-SSV Shaft Seal Viton - Shaft seal only, suitable for group 2 motors

GM2-SST Shaft Seal High Pressure - Shaft seal only, suitable for group 2 motors, 30 Bar shaft seal rating

1:5 Tapered Shaft Shaft Option - Call office for part number and availability

4 Bolt Mount - 80mm Spigot Mount Option - Call office for part number and availability

Modification Modification - Special design charges may vary

1:8 Taper Shaft
4 Bolt Euro Mount

Part     
Number

20MR4.5X543GT

20MR6.3X543GT

20MR8.2X543GT

20MR11X543GT

20MR14X543GT

20MR16X543GT

20MR19X543GT

20MR22X543GT

20MR25X543GT

20MR28X543HGT

5/8" Keyed Shaft
SAE A 2 Bolt Mount

Part       
Number

20MR4.5X553GT

20MR6.3X553GT

20MR8.2X553GT

20MR11X553GT

20MR14X553GT

20MR16X553GT

20MR19X553GT

20MR22X553GT

20MR25X553GT

20MR28X553GHT

Specifications 

CC
Ports - BSPP Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight       
KgInlet Outlet  Case

4.5 1/2" 1/2" 1/4" 3500 200 3.3

6.3 1/2" 1/2" 1/4" 3500 200 3.4

8.2 1/2" 1/2" 1/4" 3500 200 3.5

11.3 3/4" 3/4" 1/4" 3500 200 3.6

14 3/4" 3/4" 1/4" 3500 200 3.7

16 3/4" 3/4" 1/4" 3500 200 3.8

19 3/4" 3/4" 1/4" 2500 180 4

22 3/4" 3/4" 1/4" 2500 180 4.1

25 3/4" 3/4" 1/4" 2000 160 4.5

28 3/4" 3/4" 1/4" 2000 130 4.6

Rear View - With Drain Connection Front View - Euro 4 Bolt, 1:8 Tapered Side View - Euro 4 Bolt, 1:8 Tapered, BSPP
543G Series

# Drain Connection ( Pdrain 0.5 bar )
   Always connect directly to tank

G1/4

              Option - 5/8” 9T Splined  Front View - SAE A 2 Bolt, 5/8 Keyed     Side View - SAE A 2 Bolt, 5/8 Keyed, BSPP
553G Series

Represents all Group 2 Motors

073G/9T Series

543G Series

553G Series

96

9T
 16

/32
 D

P-
SA

E

39.5
4.8

1:8

12
27.4

3.2

71.4

24 23.8

6.4

32
6.4

32.5
106.4

3.97

17
.4

36
.5

15
.85

82
.55

82
.55

15
.85

16
.65

Standard: Motor Bi-Rotational, Ports BSPP

European & American Standard  Group 2

GEAR MOTORS Made in Europe

5/8" 9T Splined Shaft                 
SAE A 2 Bolt Mount

Part      
Number

20MR4.5X073GT

20MR6.3X073GT

20MR8.2X073GT

20MR11X073GT

20MR14X073GT

20MR16X073GT

20MR19X073GT

20MR22X073GT

20MR25X073GT

20MR28X073HGT
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Seal Kits and Options

Part Number Description

GM3-SKV Seal Kit with Viton Shaft Seal - Includes all seals for group 3 motors

GM3-SKT Seal Kit High Pressure - Includes all seals for group 3 motors, 30 Bar shaft seal rating

GM3-SSV Shaft Seal Viton - Shaft seal only, suitable for group 3 motors

GM3-SST Shaft Seal High Pressure - Shaft seal only, suitable for group 3 motors, 30 Bar shaft seal rating

Modification Modification - Special design charges may vary

1:8 Taper Shaft                          
4 Bolt Euro Mount

Part        
Number

30MR20X568HGT

30MR25X568HGT

30MR32X568HGT

30MR36X568HGT

30MR42X568HGT

30MR46X568HGT

30MR50X568HGT

30MR55X568HGT

30MR60X568HGT

7/8" Keyed Shaft                   
SAE B 2 Bolt Mount

Part       
Number

30MR20X237HGT

30MR25X237HGT

30MR32X237HGT

30MR36X237HGT

30MR42X237HGT

30MR46X237HGT

30MR50X237HGT

30MR55X237HGT

30MR60X237HGT

Specifications 

CC
Ports - BSPP Speed  

Max Cont  
RPM

Pressure  
Max Cont  

Bar

Weight             
KgInlet Outlet Case

20 3/4" 3/4" 1/4" 2500 200 8.3

25 3/4" 3/4" 1/4" 2500 200 8.5

32 1" 1" 1/4" 2500 200 9

36 1" 1" 1/4" 2300 200 9.3

42 1" 1" 1/4" 2300 200 9.6

46 1" 1" 1/4" 2100 200 9.8

50 1" 1" 1/4" 2100 200 9.9

55 1" 1" 1/4" 1750 200 10.1

60 1" 1" 1/4" 1750 180 10.3

Rear View - With Drain Connection Front View - Euro 4 Bolt, 1:8 Tapered Side View - Euro 4 Bolt, 1:8 Tapered, BSPP
568G Series

Drain Connection ( Pdrain 0.5 bar )
   Always connect directly to tank

              Option - 7/8” 13T Splined  Front View - SAE B 2 Bolt, 7/8” Keyed     Side View - SAE B 2 Bolt, 7/8” Keyed, BSPP
237G Series

Represents all Group 3 Motors

236G/13T Series

568G Series

237G Series

G1/412
8.1

1:8

4.8
47

41.2146 41

9.5

98.4

50
.8

22
.2

10
1.6

10
1.6

 
SA

E 
B 

7/8
 13

T 
16

/32
 D

P 

21
.8

21.6

9.5

Standard: Motor Bi-Rotational, Ports BSPP

European & American Standard  Group 3

GEAR MOTORS Made in Europe

7/8" 13T Splined Shaft                   
SAE B 2 Bolt Mount

Part       
Number

30MR20X236HGT

30MR25X236HGT

30MR32X236HGT

30MR36X236HGT

30MR42X236HGT

30MR46X236HGT

30MR50X236HGT

30MR55X236HGT

30MR60X237HGT
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Seal Kits

Standard: Mount Flange or Subplate Mounted

Standard: Pump Valve, Features Relief & Bellow, Ports 3/8" BSPP

Tanks 

Flange Mounted

Part              
Number

PV2V3-30/ 
12RA01MC100A1

PV2V3-30/ 
25RA01MC100A1

PV2V3-20/ 
40RA01MC100A1

PV2V3-20/ 
63RA01MC100A1

Part Number 

Part   
Number

PRPRM 12

PRBRM 12

PRBDRM 12

PRPRM 25

PRBRM 25

PRBDRM 25

PRBDRM 45

Subplate Mounted

Part           
Number

 
 - 

PV6V3-30/ 
25RA08MC100A1

PV6V3-20/ 
40RA08MC100A1

PV6V3-20/ 
63RA08MC100A1

Specifications 

CC/Rev
Ports - Flange Mount Only Shaft

Keyed
mm

Speed
Range
RPM

Pressure  
Max Cont  

BarSuction Pressure

8.9 1/2" 3/8" 18

1000 -1800

100

17 3/4" 1/2" 19 100

32 1.1/8" 3/4" 28 100

46 1.1/4" 1" 32 100

Specifications

CC/Rev   Handle Function                                                                                                        Outlet Ports                         
BSPP - 3/8"  

Pressure  
Bar

Weight                       
Kg

12 Single Acting Single Outlet 300 4.6

12 Double Acting Single Outlet 320 4

12 Double Acting Double Outlet 320 4

25 Single Acting Single Outlet 160 4.6

25 Double Acting Single Outlet 250 4.2

25 Double Acting Double Outlet 250 4.2

45 Double Acting Single Outlet 160 4.3

               Subplate Mounting             Flange Mounting

               PRBD SERIES             PRB SERIES             PRP SERIES

Bellow

HAND PUMPS Made in Europe

Variable Displacement, Pressure Compensated
VANE PUMPS Made in Europe

Part Number 

Part
Number Litres

T1 1

T2 2

T3 3

T5 5

Part Number 

Part   
Number Description

PV-12 Seal Kit - To suit PV2V3-30/12

PV-25 Seal Kit - To suit PV2..-30/25 

PV-40 Seal Kit - To suit PV2..-20/40 

PV-63 Seal Kit - To suit PV2..-20/63 
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STEP 1 STEP 2

STEP 3 STEP 4

STEP 5 STEP 6

STEP 7 STEP 8

Note - Guide only. Please contact office for more information.

GEAR PUMP ROTATION RH TO LH Workshop Procedure
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NOTES




