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Proportional screw-in cartridge relief valve

(02) 8608 2144
sales@hdaus.com.au
Technical specification
Maximum pressure (1/min) ‘ 25
Maximum flow (I/min) 3
Maximum pressure  (Mpa) ‘ 25
Rated current (mA) 800
Coil resistance (Q) ‘ 10
Hysteresis (%) <15
Repeatability (%) ‘ <2
Weight (Kg) 1.2
Filterisrecommended for the highest fluid
Cleanliness | pollution degree;the lowest specific filtration
resistance according to ISO 4406 (C) 20/18/15.

BLCY screw-in cartridge relief valve, controlling the hydraulic system according to input current,
is always used in hydraulic system with low flow rate.

Model instruction

Proportional screw-in cartridge reliefvalve

BLCY—6—+ 90~

6 6DN

Code symbol

A.12.1

*

—( Remarks

Design serial number

Working pressure
5 5MPa

8 8MPa

16 16MPa

25 25MPa

—




ydraalic
istribators

(02) 8608 2144
sales@hdaus.com.au

Proportional screw-in cartridge relief valve

Characteristic Curves (Measuredat v=36X10"°m?%S t=50°C)
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Proportional screw-in cartridge relief valve

External dimensions
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Proportional screw-in cartridge flow control valve

Technical specification

Rated flow (I/min)l See model specification
Internal leakage (I/min) 0.38(21MPa Closed situation)
Hydraulic fluid ‘ Mineral oil or phosphate-ester
Fluid temp. (°c) -20~70

Initial current (mA) ‘ 125150
Max.Current (mA) 725450

Filter is recommended for the highest fluid
Cleanliness | pollution degree;the lowest specific filtration

resistance according to ISO 4406 (C) 20/18/15.

Solenoid operated,input current adjustment,2-way and pressure compensation are characters for this
type normal closed proportional screw-in cartridge flow control valve.

Adjusting the flow changable for port 2 with no influence by pressure load is available according to
input signal.

Model instruction
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Proportional screw-in cartridge Remarks
flow control valve

Design serial number

Flow

04 40L/min Working pressure

06 60L/min 21 21MPa
Code symbol

A15.1

(02) 8608 2144
sales@hdaus.com.au

Proportional screw-in cartridge flow control valve

Performance curves

Press vs flow curves Input signal vs flow curves
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External dimensions
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